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Laser processing of NiTi shape memory alloys (SMA) has been identified as having great 
potential in surface treatment, welding, and novel performance requirement applications. 
However, no models have been developed to predict the amount of Ni vaporized based on various 
laser processing parameters. Additionally, no models have been developed to accurately predict 
the performance of these novel materials after laser processing. This is a cause for concern 
regarding efficient development and functional reliability of the laser processed SMAs. Prior to 
full scale implementation, a better understanding of Ni vaporization rates and the resulting 
mechanical performance of these materials is required. 
The first part of this study is concerned with a systematic investigation of the preferential 
vaporization of Ni during laser processing. The effect of duration and peak power of the laser 
pulse on the transformation temperature is studied. It was observed that the cooling rate causes 
segregation of compositions for compositions on the Ti-rich side of the congruency point. 
Deconvolution of overlapping transformation peaks allowed for approximations of overall bulk 
composition and Ni loss. A novel model was developed to predict the change in Ni concentration 
based on laser pulse duration and peak power. 
In the second part of this study, a novel 1D model is presented for NiTi SMAs with multiple 
pseudoelastic plateaus. The model is scalable for any number of plateaus present in the material. 
It can also be adjusted to include residual strain present after unloading the stress.  The model 
was validated by comparing it the experimental data from Multiple Memory Material (MMM). 
The new model was found to closely match the experimental results. Part of this study relates to 
accurately characterizing the tensile properties of SMAs.  
The third part of this study is concerned with 2-D deformation mechanisms. The effect of texture 
on the bending properties of NiTi is examined. It was successfully demonstrated that the 
preferred bending curvature of the stress induced martensite can be predicted from the orientation 
of the crystallographic planes. Part of this work also relates to advancing the understanding 
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Chapter 1: Introduction 
1.1 Background 
The unique shape memory effect (SME) and pseudoelasticity (PE) properties of shape memory 
alloys (SMAs) have made them valuable engineering materials [1, 2] with the potential to be used 
as dampers and actuators [3-6]. The industries interested in applying SMAs range from biomedical 
to automotive and aerospace to microelectronics. As the applications for SMAs become 
increasingly complex, researchers have attempted to increase functionality by locally embedding 
additional memories in monolithic components using various processing techniques, including 
direct electric resistance heat treatment [7, 8], direct hot air heat treatment [7], gradient annealing 
[9, 10], short time annealing [11, 12], powder metallurgy [13-16], doping with third elements [17], 
welding/joining [18, 19] and more recently laser-induced vaporization [20-23]. 
These technologies take advantage of changes in microstructure and/or chemical composition to 
alter the pseudoelastic and shape memory properties of NiTi SMAs. However, a systematic 
investigation of how laser parameters alter the chemical composition has never been performed. 
Some research has been done on how multiple pulses of a certain laser pulse profile removes a set 
amount of Ni with each pulse [22]. However, the effect of peak power or pulse duration on the Ni 
vaporization rate for NiTi has not been investigated. Nor has the effect of the nominal spot size or 
the specimen geometry. Understanding these relationships and developing a model to predict the 
Ni vaporization rate (and resulting chemical composition) is crucial for advancing shorter 
development times for laser modified NiTi SMA devices because of the relationship between Ni 
concentration and physical properties (such as transformation temperatures). 
Another hindrance to accelerated development of multiple memory SMAs is the ability to model 
their mechanical functionality. In recent decades, a substantial amount of work has been applied 
towards establishing phenomenological constitutive models that accurately describe the 
macroscopic thermomechanical response of SMAs [24-27]. Many of these models use a 
thermodynamic structure and select the martensitic volume fraction as an internal variable to 
account for the effect of the changing microstructure. Improvements to the accuracy of modelling 
SMAs were achieved by using different transformation functions to distinguish the asymmetric 
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response demonstrated by SMAs in tension and compression [28-30]. While these models are 
sufficient for homogeneous materials they do not account for functionally graded materials, that is 
materials with spatially varying material properties. Detailed studies on modeling the mechanical 
performance of laser processed NiTi materials are presented in this report. 
1.2 Objectives 
The motivation behind this work was to develop models for multiple memory SMAs that 
encompass the tuning of the local composition and the prediction of mechanical performance, 
which is directly related to industry needs that must be satisfied before the benefits of 
multifunctional NiTi SMAs can be fully realized. Currently, only limited studies have been 
performed on laser processing of NiTi, and none on modelling multiple memories in a monolithic 
material. Therefore, a comprehensive analysis of a pulsed Nd:YAG laser process was undertaken, 
pertaining to the following crucial objectives:  
1. Modeling of the relative rates of Ni and Ti vaporization during laser processing to facilitate 
predetermination of laser parameters for precise composition tuning. 
2. Develop new models capable of predicting multiple pseudoelastic responses from a 
monolithic material. 
3. Build an understanding of the effects of the texture on the material response of as-processed 
NiTi wires. 
4. Apply multiple memory SMAs to new mechanical designs. 
1.3 Thesis Organization 
This thesis is divided into nine chapters, though the major research results can be further 
subdivided into four major aspects, as shown in Table 1.1. Improving the analysis and 
characterization methods are a necessary starting point to ensure the accuracy of the material 
properties being captured. Enhancing the basic understanding of the materials nature and behavior 
is vital in developing models that are both useful and meaningful. The final two categories are the 
novel models and design applications that were developed from this work. A detailed overview of 
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Chapter 2 details a thorough and relevant literature review of the physical metallurgy, phase 
dynamics, material properties, laser processing methods and current modeling methods. In this 
chapter, the limitations of current material models as well as our understanding of transformation 
thermodynamics are identified. The novel localized laser processing technology is explained along 
with the motivation behind this work. 
In Chapter 3 the experimental materials, methods and conditions used in this comprehensive study 
are described in detail.  
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Chapter 4 reports on the changes in composition observed after laser processing. Detailed thermal 
analysis along with a novel method for deconvolving overlapping DSC peaks are presented. A 
model for determining the relative rates of vaporization of Ni and Ti (and thus determining the 
change in composition) was also developed. 
Chapter 5 details the results achieved with respect to the development of a novel one-dimensional 
model for multiple pseudoelastic plateaus. It also presents the findings obtained concerning the 
newly developed analysis techniques proposed by the study.  
In Chapter 6, the effects of grain orientation on the mechanical performance of as-processed NiTi 
wires is investigated. Also, the anisotropic and incompressible behavior of the austenite to R-phase 
transformation is examined. 
Chapter 7 looks at the design and fabrication of a self-biasing spring actuator implementing the 
multiple memory SMA. A novel method for predicting the stroke displacement of the self-biasing 
actuator is presented. 
The main conclusions of this research and proposed areas for future research are documented in 
Chapter 8. 
Finally, Chapter 9 lists the significant contributions to research and development by the author.  
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Chapter 2: Literature Review 
2.1 NiTi Shape Memory Alloy 
The study of modelling laser processed SMAs requires a fundamental understanding of the 
crystallography and microstructure, phase transformation kinetics, various manufacturing 
methodologies, and the effect all of these have on the material properties. As well, an in-depth 
understanding of the current modeling methods is essential. The following literature review 
attempts to summarize the immense amounts of knowledge in all afore mentioned areas. 
2.1.1 Physical Metallurgy 
NiTi SMAs are considered to be a stoichiometric intermetallic compound (IMC) [31]. Figure 2.1 
shows the Ti-Ni phase diagram. With compositions close to 50 at.% Ni, NiTi SMAs are bound by 
the Ti2Ni and TiNi3 phases (see Figure 2.1b). Ti2Ni IMC formation is undesirable due to its 
brittleness, which can lead to cracking of Ti-rich welds [32] and will occur when the melt pool 
composition is on the Ti-rich side (left side in Figure 2.1b) of the congruency point.  
 
Figure 2.1: a) Binary Ti-Ni phase diagram, inset shows the metastable Ni-rich TiNi IMCs. 
Reprinted from Ref. [33] with permission from Elsevier. b) close-up of metastable TiNi 
IMC. Reproduced from Ref [34] open access article distributed under the Creative 
Commons Attribution License. 
The constituent species are immiscible at room temperature; however, short heat treatment times 
at temperatures ranging from 300 °C to 600 °C can form Ni-rich metastable IMCs consisting of 
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Ti3Ni4 and Ti2Ni3 [31, 33, 35], as indicated by the insert in Figure 2.1a. The solubility of Ni 
increases significantly above 650 °C, permitting the formation of Ni-rich SMAs through 
quenching [33]. NiTi is presently the only IMC known to possess SMA properties, but 
precipitation of the other Ni-rich IMCs into the NiTi matrix can be used to modify the properties 
of the NiTi SMA [31]. 
2.1.2 Reversible Phase Transformation 
The remarkable shape memory properties of NiTi SMAs are due to a reversible solid-state phase 
transformation from martensite to austenite that transpires when the material is exposed to an 
external stimulus, such as a change in temperature or applied stress. This martensitic 
transformation occurs between the parent B2 austenite phase and the B19’ martensite phase [34, 
36, 37]. The austenite phase has a simple cubic CsCl-type ordered structure with a lattice parameter 
of 0.3015 nm [38], shown in Figure 2.2c. The martensite phase has a monoclinic structure with 
lattice parameters a = 0.2889, b = 0.4120 and c = 0.4622 nm with a monoclinic angle β = 96.8° 
[39], shown in Figure 2.2a.  
 
Figure 2.2: a) Monoclinic B19’ martensite phase, b) rhombohedral B2’ R-phase and c) 
cubic B2 austenite phase. Reprinted with permission from Springer Nature: [40]. 
This transformation does not involve any diffusional atomic migration, and therefore occurs very 
rapidly [41]. The maximum strain accommodated by the structure without plastic deformation can 
be restricted by the presence of precipitates or heavy cold working [42, 43]. This results in an 
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intermediate transformation to a rhombohedral (R-phase) structure (see Figure 2.2b), which 
competes with the B19’ martensite phase [44, 45]. The R-phase will be preferred over the B19’ 
martensite phase because R-phase has a significantly smaller lattice deformation [33, 46, 47]. This 
in turn leads to only a small amount of strain accommodation when austenite transforms to R-
phase [43, 48].  
The term ‘martensite’ was first used to define quench hardened steel microstructures; however, it 
is now used to describe several materials that have varying crystallographic properties and growth 
kinetics [49].  During thermally-induced martensitic transformation in steel alloys, atomic 
movement is accommodated by permanent dislocation motions. The crystallographic lattice 
undergoes an irreversible shearing distortion, which alters the volume and shape of the material at 
a macroscopic level [50].  
In contrast, NiTi undergoes a reversible martensitic transformation. Twinning of the crystal lattice 
allows for a change in shape, but no change in volume occurs [36-39, 51, 52]. Twinned martensitic 
transformations of NiTi SMAs are considered to be reversible since the microstructures of the 
austenite and martensite phases can be cyclically restored with almost no buildup of lattice defects 
[50, 53]. In order for this transformation to be fully reversible, twinning must be the prevailing 
accommodation process, as is the case for NiTi SMAs [36]; whereas for steel alloys, twinning can 
occur but slipping is dominant mechanism.  
The difference between slipping and twinning during a martensitic transformation is shown in 
Figure 2.3. During slip, atomic planes slide past one another and form permanent dislocations in 
the crystal lattice. Conversely, twinning is the formation of a mirrored structure due to atomic 
displacement across a particular atomic plane [41]. Twinning occurs in NiTi SMAs due to a lack 
of symmetry and available slip-systems, which increases the driving force for producing twins 
after the martensitic phase transformation. Furthermore, the twinned lattice can accommodate an 
externally applied stress by undergoing a recoverable detwinning process wherein the twinned 
lattices reorient themselves in response to the applied stress [31, 54].  This is possible because 
there are no bonds broken during the twinning process and thus the twins have low energy and are 
highly mobile. Additionally, the reversible phase transformation is achieved by there being only 
one low energy state for the parent phase B2 austenite while multiple low energy product phases 




Figure 2.3: Schematic representation of the atomic movements associated with martensitic 
transformation by a) slipping and b) twinning. 
2.1.3 The Shape Memory Effect 
When twinned, martensite facilitates a large amount of strain and detwins, a biased distribution of 
martensite variants, or in the extreme case, a single variant form [41]. Heating above the 
transformation temperature causes austenite to form. Austenite is symmetrical with a single 
variant; thus, it recovers the original shape if unloaded [41]. This property of thermally induced 
phase transformation is referred to as the shape memory effect (SME), as illustrated in Figure 2.4. 
Shapes can be programmed into the NiTi SMA by way of a shape-setting technique where the 
material is fixed in a specific shape during a heat treatment procedure at a temperature range of 




Figure 2.4: Crystallography of the SME. From Ref. [57] Copyright © Billy Tam. 
Reproduced with permission. All rights reserved. 
Cooling below the transformation temperature allows twinned martensite to be formed once again. 
This two-way phase transformation occurs in different temperature ranges between -100 °C and 
100 °C, depending on the composition of the NiTi SMA. The transformation is characterized by 
four temperatures: austenite start (As), austenite finish (Af), martensite start (Ms), and martensite 
finish (Mf), which can be measured through Differential Scanning Calorimetry (DSC) analysis 
according to ASTM F2004-05(2010) standard [58]. These are the temperatures at which the 
martensite-to-austenite transformation and the reverse transformation begin and end. A typical 
DSC curve of NiTi SMA is shown in Figure 2.5.  
A hysteresis is observed between the heating and cooling transformation, which is due to the 
frictional forces encountered during the lattice movement across interfaces and defects [41].  The 
magnitude of hysteresis is generally 10 °C to 50 °C, depending on the composition, processing 
history and stress state of the material [60-62]. However, there is limited plastic deformation 
during transformation, which maintains coherency between phases and enables them to grow and 
shrink depending on the thermodynamics of the system [49, 63]. In contrast, the martensite 
10 
 
formation in carbon steel is not reversible in part because of the large volume change between 
phases (see Table 2.1), which produces large plastic strains [64]. 
 
Figure 2.5: A Typical DSC curve of NiTi SMA. From Ref. [59] Copyright © Andrew 
Pequegnat. Reproduced with permission. All rights reserved. 
 
Table 2.1: Percent volume change between austenite and martensite [63]. 
Alloy NiTi CuAlNi FeNiC Alloy 
%vol. change 0.023 0.297 -2.586 
2.1.4 Pseudoelasticity 
When NiTi SMAs are in the austenite phase, it is possible for them to be transformed into 
martensite by way of an applied stress. When stress (not temperature) is the stabilizer, the 
martensite formed is known as stress-induced martensite (SIM). This transformation process is 
called pseudoelasticity (PE), and the mechanical response is similar to detwinning. The principal 
action varies slightly and is divided into three regions, as shown in Figure 2.6a. In region (1) the 
austenite is deformed elastically in accordance with Hooke’s Law. At a critical stress (σSIM), SIM 
is gradually formed at the expenditure of the parent austenite phase until all of the parent phase is 
consumed. The result of this transformation is the plateau in region (2). Further straining results in 
the elastic (and then plastic) deformation of the detwinned martensite in region (3), which is again 
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obeying Hooke’s Law. If stress is removed in region (2), a reverse transformation takes place at a 
lower stress (σr) due to a transformational hysteresis [58], shown in Figure 2.6b. This stress 
hysteresis is similar to the thermal hysteresis associated with SME. 
 
Figure 2.6: a) Stress-strain curve of pseudoelastic NiTi exhibiting the following regions: 1) 
elastic response of austenite, 2) pseudoelastic plateau caused by stress-induced 
transformation and 3) elastic and plastic deformation of martensite. b) Stress-strain curve 
of NiTi when the load is released in region 2). 
The stable phase at the working temperature determines which functional property is active. Below 
Mf, the principal functional property is SME, while PE is observed above Af but below the 
martensite deformation temperature (Md), which is the highest temperature that martensite can 
form from austenite as a result of an applied stress. As the temperature of NiTi increases above Af, 
the thermodynamic stability of the austenite phase also increases, which causes a parallel increase 
in the stress needed to form SIM. This stress increase has been observed to vary linearly with 
temperature, as shown in Figure 2.7 and follows a Clausius-Clapeyron relation [65-68]. The 






 (Equation 2.1) 
where dσ is the change in 𝜎𝑆𝐼𝑀, dT is the change in test temperature, 𝜌 is the material density, ΔH 
is the latent heat of transformation, 𝑡 is the transformation strain and 𝑇0 is the equilibrium 






 (Equation 2.2) 
The left side of Equation (2.1) is the stress rate, which varies from 3 to 20 MPa/°C, depending on 
the processing history of the material [67]. At temperatures above Md, the specimen begins to fail 
before the onset of PE. Figure 2.8 illustrates the stress-temperature conditions for SME and PE in 
NiTi. At temperatures between Ms and Mf or As and Af the two phases will co-exist because the 
transformation is incomplete. 
 
Figure 2.7: Plateau stress versus temperature plot. Dashed lines represent the linear 
Clausius-Clapeyron relation between σSIM (empty circles) and σr (solid circles) and 
temperature. Martensite detwinning occurs below Af and plastic deformation of austenite 
occurs above Md causing deviations from the Clausius-Clapeyron relationship. Reprinted 
from Ref. [65] with permission from Elsevier. 
 
 
Figure 2.8: Stress-temperature conditions for NiTi SMAs exhibiting SME and PE. Reused 
with permission from Taylor & Francis: [69]. 
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2.1.5 Effects of Composition 
The functional properties of NiTi SMA are exceptionally sensitive to alloy composition. The 
transformation temperatures are very sensitive to the mole fraction of Ni for concentrations above 
50 at.%. However, for Ni concentrations below 50 at.%, the transformation temperature remains 
almost constant at approximately 65 °C due to the insolubility of Ti below 50 at.% (Figure 2.1). 
The relationship between composition and transformation temperature is shown in Figure 2.9. In 
addition to shifting the transformation temperature, changes in composition indirectly control the 
amount of stress required to form SIM, since a lower Af is linked with a more stable austenite 
phase [70]. Precise control over the final composition of the NiTi is critical to obtain the desired 
mechanical properties. Typically, commercial NiTi components require ±5 °C which means a 
composition tolerance of 0.05 at. % is necessary [71]. 
 
Figure 2.9: Relationship between mole-fraction of Ni and the Ms temperature in binary 
NiTi SMAs. Reprinted with permission from Springer Nature: [72]. 
2.1.6 Heat Treatments 
As mentioned in Section 2.1.1 Physical Metallurgy, the formation of Ni-rich precipitates through 
post-process heat treatment is used to alter the functional properties of the NiTi SMA. These 
precipitates deplete the NiTi matrix of Ni, causing significant increases in transformation 
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temperatures. Increasing the transformation temperature by this method leads to a decrease in the 
σSIM due to a reduction in the stability of austenite [70]. A time-temperature-transformation 
diagram developed by Pelton et al. [67] is shown in Figure 2.10 illustrating the relationship 
between heat treatment time and transformation temperature.  
 
Figure 2.10: Time-temperature-transformation (TTT) diagram showing the relationship 
between heat treatment temperature, time, and Af transformation temperatures. Reused 
with permission from Taylor & Francis: [67]. 
The combination of percent cold work, heating temperature and time dictate the final 
microstructure [67, 71]. At intermediate temperatures (350-475 °C) the nucleation and diffusion 
processes are optimized for maximum, coherent fine precipitate formation [67]. Heat treatment 
temperatures around 400 °C for approximately 1 hour have been determined to provide the most 
stable properties for both Ni-rich and Ti-rich NiTi [33, 56, 73, 74]. Quenching after heat treatment 
is required to avoid the formation of Ni3Ti [75]. 
The Differential Thermal Analysis (DTA) can be used to show the effects of cold work followed 
by different annealing temperatures. Deformation introduces dislocations into the NiTi matrix, 
decreasing and broadening the phase transformation temperatures and peaks [76, 77], introducing 
R-phase (see Section 2.1.2 Reversible Phase Transformation), and can even suppress the 
martensite phase transformation from occurring all together, reducing the heat of transformation 
[77]. Subsequent heat treatments narrow the transformation peaks and shift them higher. 
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Depending on the heat treatment temperatures R-phase may also remain as identified by the 
presence of two phase transformation peaks. 
2.1.7 Texture Dependence of Deformation 
Single crystals of NiTi have anisotropic properties with different moduli of elasticity, amount of 
recoverable strain, and hysteresis of stress plateaus when loaded in different crystallographic 
directions [78]. This is due in part to the fact that the austenite phase has only the <100>{011} slip 
mode as a deformation pathway [33]. The unidirectional nature of shear strain on the habit planes 
contributes to this anisotropic, asymmetric deformation [79]. This causes the recoverable tensile 
strain to range from 3% in the <100> direction to 10.5% in the <111> direction (Figure 2.11) [80].  
 
Figure 2.11: Grain orientation dependence of recoverable strain of a single crystal. 
Reprinted from Ref. [80] with permission from Elsevier. 
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In a polycrystalline material, grains are connected at the grain boundaries and need to move 
together while sustaining a continuous displacement across the grain boundaries [63]. When the 
boundary is parallel to the tensile load it is similar to single crystal deformation; however, when it 
is perpendicular to the tensile load it exhibits a complex deformation that is brittle [81, 82]. Triple 
junctions are more complicated and require the creation of complex microstructures to 
accommodate the strain, thus restricting the deformation in these regions, which can lead to 
localized plasticity even at macroscopically low stresses [63, 83].  
The anisotropic properties of a single NiTi crystal make the deformation properties of 
polycrystalline NiTi extremely dependent on the texture. Material properties, such as the elastic 
modulus, yield stress, ductility, work hardening, transformation stresses and hysteresis, 
transformation strains and recoverable strain can all change depending on the texture and relative 
direction of the load [84-87]. An example of this anisotropy is the difference of martensite 
deformation in tension and compression seen in Figure 2.12. The grains in this example were 
oriented such that they provided more recoverable modes of deformation in tension than 
compression, where the tensile specimens has PE recovery and the compressive had almost perfect 
elastic recovery because they were plastically deformed [88-90]. 
 
Figure 2.12: Tension and compression data for a) single crystal [111] and b) polycrystal 
with <111> texture. Reprinted from Ref. [89] with permission from Elsevier. 
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2.2 Manufacturing Methods for NiTi SMAs 
2.2.1 Traditional Casting Methods 
Traditionally NiTi SMAs are fabricated using vacuum induction melting (VIM) or vacuum arc re-
melting (VAR) technologies which produce ingots with inclusion sizes and densities lower than 
the ASTM F2063 standard [98]. Typically, commercial NiTi components require ±5 °C which 
means a composition tolerance of 0.05 at.% is necessary[56, 71, 100, 101]. The VIM process uses 
an induction coil heated graphite crucible, which contaminates the melt with carbon, although the 
ingots produced have excellent homogeneity since mixing is assisted by eddy currents [71]. This 
carbon contamination can be reduced either by coating the graphite crucible with the Ti bars/disk 
to create a TiC diffusion barrier, or by reducing the time the ingot is molten, or by running 
consecutive ingots [102, 103]. The VAR process uses a DC current to melt compacted Ni and Ti 
electrodes into a water-cooled copper crucible, which results in significantly less contamination 
since the melted region is never in direct contact with the crucible [56]. However, lack of complete 
melting of the ingot creates inhomogeneity that can rectified by flipping the ingot, or by cutting it 
up and re-melting it several times, although but this adds time, cost and the risk of atmospheric 
contamination [71]. A combination of the two processes, or the VIM/VAR process, produces a 
higher purity VAR ingot in the initial melt and gains the homogeneity of the VIM process after 
the second melt [71].  
There is a push by the robotics, automotive and medical industries for smaller cross-sectional 
components and very fine wires with fast actuation capabilities [104-106]. The ASTM F2063 
standard for inclusion size is no longer relevant for the size scale of these desired components 
because the defects consume a much larger percentage of the cross-sectional area. Higher purity 
ingots are necessary to meet this requirement [106], so high purity VIM and VAR methods have 
been established to help with this demand [107]. Additionally, E-beam vacuum melting has been 
developed to prepare higher purity NiTi alloys; however, the current production size is limited to 
2 kg [108-110]. Obstacles in the application of this technique include difficulty in controlling the 
composition due to Ni evaporation during E-beam melting.  
In the as-cast state NiTi SMAs have a random crystal texture, low yield stress, poor ductility, 
limited SMA properties and poor fracture resistance properties [31, 56, 106, 111]. As was shown 
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in Figure 2.8, a particular yield stress is required to prevent dislocation motion, thus allowing for 
ideal SME and PE properties (i.e. no build-up of residual strain) [69]. Further processing is 
required for acceptable stability, and fatigue. NiTi alloys can be strengthened through several 
different mechanisms, which include: grain refinement [112], strain-hardening [70], and 
precipitation hardening (i.e. Ni4Ti3 precipitates) [67]. Combinations of hot working, cold working 
and heat treatments are applied during manufacturing [33]. This results in superior SME and PE 
properties, a wider range of temperatures at which PE occurs [33], and a more stable low-cycle 
performance [113].  
2.2.2 Novel Manufacturing Methods  
Traditional SMA casting methods can be functionally limiting as they only produce monolithic 
components with a single set of phase transformation characteristics. Novel material processing 
protocols are therefore required to overcome these challenges to enable further innovation and 
application. Several methods have been developed to locally control the properties of NiTi based 
components, improving functionality and increasing design flexibility.  
Some methods involve using localized heat treatments to alter the microstructure in a specific 
region. These methods include direct electric resistance heat treatment [7, 8], direct hot air heat 
treatment [7], gradient annealing [9, 10] and short-time annealing [11, 12]. These techniques have 
been used to make NiTi materials containing both PE and SME properties [10, 114, 115]. 
However, these local heat treatment methods can only be easily applied to simple geometries, they 
are time intensive, and don’t offer high resolution in functional properties [7-10]. 
Powder metallurgy combines powders of pre-alloyed or elemental Ni and Ti through blending, 
pressing and sintering [13-16]. Compared with the traditional casting methods, powder metallurgy 
provides better control over transformation temperatures as it does not involve a melting process 
which causes composition inaccuracy [56]. This method has been successfully used to make proof-
of-concept multi-phase actuators [116]; however, they have exhibited issues with porosity, poor 
surface finish and composition inhomogeneity that leads to undesirable IMC formations [14-16]. 
The joining of multiple NiTi alloys has shown to be somewhat effective for simple devices [18, 
19, 117]. The challenges associated with joining, such as joining dissimilar SMAs, IMC formation, 
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large freezing ranges and more complex joint geometries, have limited the application of this 
method [71]. 
Laser processing technologies that locally modify the bulk composition and/or microstructure [10, 
20-23] offer promising solutions to monolithic NiTi devices with improved functionality. These 
processes have high spatial resolution, high manufacturing speeds, low heat input, high cooling 
rates, and the high quality inherent of laser processes, which makes them ideal methods for 
modifying SMAs. Laser processing is the basis of creating the multiple memory shape memory 
alloys in this study and will be discussed in greater detail in the following sections. 
2.2.3 Wire Drawing SMAs 
NiTi SMAs require thin film dry lubricants, such as MoS2 [91]. If the frictional work raises the 
temperature of the wire too high, it will result in the transformation from the preferred marforming 
to the undesired ausforming [92].  Final cold work percentages between 20-50 % have been 
identified as being suitable for good physical properties, transformation stability and fatigue life 
[56, 67, 93-95]. The most complete work on NiTi wire manufacturing is by Grossmann et al., but 
it leaves the last proprietary cold work steps unmentioned [96]. The number of passes between 
equivalent reductions can affect the uniformity of hardness across the cross section [91]. Multiple 
passes around the Ms temperature result in the lowest critical stress for deformation, reducing the 
drawing stress and maximizing the number of passes possible between annealing stages. Drawing 
in R-phase results in an even lower stress because it has the lowest critical stress for deformation 
[97]. After wire drawing, the texture of the material is in the <111> direction, which is the direction 
with the largest recoverable strain (see section 2.1.7 Texture Dependence of Deformation) [98]. 
2.3 Laser Fundamentals 
The term laser originated as an acronym for “light amplification by stimulated emission of 
radiation” (LASER). The light that is emitted from a laser is spatially and temporally coherent 
with a very low diffraction, and transmittance optics can be used to focus the high intensity beam 
into a single spot with a high energy density [118, 119]. A laser system is comprised of three main 
components: an amplifying medium, a means of stimulating the medium to its amplifying state 
(pump source) and an optical resonator [119]. The amplifying medium consists of a special 
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material that produces energy-carrying photons when excited. The pump source is determined by 
the type of active medium being used. The optical resonator is composed of two parallel mirrors, 
one that is completely reflective and the other that is partially reflective. They are positioned 
around the active medium to filter and transmit photons that fulfill the specific requirements for 
oscillation [119]. 
When activated, atoms are energized from the ground state to the excited state by pumping. 
Incoherent photons are then released when the atoms relax back to the ground state. Photons that 
do not travel parallel to the optical axis of the laser are lost in the resonator; however, photons that 
travel parallel to the optical axis are oscillated in the resonator with the possibility of inducing 
stimulated emission, which in turn produces coherent photons [119]. By increasing the population 
of unidirectional photons, a high energy laser beam is created. 
When the number of photons being amplified per unit time exceeds the number being absorbed, it 
is referred to as a population inversion, which is required to amplify the quantity of light [120]. 
When this occurs in the cavity, the laser interacts with the excited atoms and lowers the energy 
level, simultaneously releasing additional quanta of light [121]. If this does not occur, the energy 
is absorbed from the laser to energize the electrons, thus reducing the energy of the laser beam. 
After amplification, the beam is released through a partially reflective mirror in the cavity. 
2.3.1 Pulsed Nd:YAG Laser Processing 
Each type of laser available generates light with a unique wavelength, which depends on the 
material used to make the semiconductor. They range from 0.1 μm to 10 μm, with Nd:YAG 
producing one of the shorter wavelengths available. The energy emitted by an Nd:YAG laser can 
be more efficiently absorbed by most materials making it more efficient at melting a specific 
volume of material compared to other lasers. Commercially available Nd:YAG lasers are generally 
rated with average output powers from 0.3 kW to 3 kW, which is ideal for small scale use [119].  
The cavity assembly is composed of an active medium, pumping source, and resonator. When 
excited, an yttrium aluminum garnet (YAG) crystal doped with neodymium (Nd) atoms produces 
photons with a wavelength of 1064 nm [119]. Historically, the pump source for an Nd:YAG laser 
was a flash lamp [119]; however, modern Nd:YAG lasers are diode pumped. The laser output is 
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transmitted through the input coupling optics and into an optical fiber connected to the working 
head before being delivered to the workpiece. The capability of delivering photons via fiber optics 
is advantageous for fabrication of complex components.  
2.3.2 Processing Parameters 
Several key parameters characterize the laser pulses produced by a Nd:YAG laser, including pulse 
width, peak power, frequency, travel speed and defocus distance. Figure 2.13 shows a schematic 
of a temporal profile of laser pulses produced with the Nd:YAG laser process. Peak power is the 
maximum power of the laser pulse and pulse width is the duration of the laser pulse, which 
typically varies from 0.2 to 20 ms. Pulse energy is determined by the area under each laser pulse. 
The average power transferred to the workpiece is a function of pulse energy and frequency. 
However, substantial energy losses can occur due to factors such as reflection, making it difficult 
to exactly quantify the energy absorbed by the workpiece [123].  
 
Figure 2.13: Schematic of a pulsed Nd:YAG output. 
The advantage of laser processing is the ability to achieve a high energy density and maximize 
penetration of the workpiece. This is achieved by focusing the light to a minimum beam waist 
diameter [119], as shown in Figure 2.14. As the beam exits the lens, it converges down to the 
minimum beam waist diameter. A laser operating in this convergence range has the highest energy 
efficiency. An offset from the focal length results in a reduction in the power density as the beam 
begins to diverge from the minimum beam waist diameter. Focus spot size depends on the 
combined effects of optics, laser characteristics and welding parameters. The focus position 
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relative to the workpiece depends on the welding mode (see Section 2.3.4 Laser Beam Modes) and 
geometry [119]. The general rule for welding is to focus at a distance where the maximum 
penetration depth is attained through experimental verification.  
 
Figure 2.14: Schematic of the propagation and convergence of a laser beam. From Ref. 
[122] Copyright © Elliot Biro. Reproduced with permission. All rights reserved. 
2.3.3 Shielding Gas 
Since most metals oxidize at high temperatures, a shielding gas of argon or helium is generally 
used to prevent a reaction of oxygen or nitrogen with the molten weld pool. Oxide inclusions are 
most often detrimental to the material properties [118, 119]. Shielding is tremendously important 
for NiTi SMAs, which have a high affinity for oxygen and, to a lesser extent, nitrogen. Selection 
of the proper shielding gas has also been shown to enhance the transmission of the incident laser 
beam for absorption by the workpiece [120]. 
2.3.4 Laser Beam Modes 
The incident laser beam is absorbed in one of two modes during laser welding – conduction and 
keyhole, as shown in Figure 2.15. During conduction mode, the laser intensity is only adequate 
enough to melt the workpiece. The pool first forms at the surface and grows due to conduction in 
all directions, which results in a semi-elliptical shape [123]. Since the laser energy is only absorbed 
by the top surface of the material, surface reflection can greatly reduce the amount of energy 
absorbed by the workpiece. The keyhole mode occurs when the peak temperature at the surface is 
high enough to vaporize the workpiece material. A keyhole depression in the molten pool is 
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produced by the pressure of vaporization [123]. This is a more efficient method of transmitting 
energy into the workpiece since the keyhole traps the laser energy and the internal reflectivity 
within the keyhole acts as a blackbody. 
 
Figure 2.15: Comparison of a) conduction and b) keyhole welding modes. 
2.3.5 Laser Induced Vaporization 
The vaporization of alloying elements that occurs during conduction welding with a laser (see 
section 2.3.4 Laser Beam Modes) is a well-known phenomenon that holds particular importance 
in the welding of stainless steels where the loss of chromium negatively impacts the corrosion 
properties of the weld [124-127]. The change in composition that occurs during laser processing 
is due to the difference in vaporization rates of the alloy elements [124-131]. The pressure gradient 
has been shown to have the most significant effect on the vaporization rate of each element, as 




 (Equation 2.3) 
where  𝐽𝑝,𝑖 is the vaporization rate due to the pressure gradient in kg-moles/m
2s, 𝐴𝑐 is a 
dimensionless parameter, 𝑃𝑖 is the partial pressure of element i in N/m
2, 𝑀𝑖 is the molecular weight 
of element i in kg/kg-moles, R is the gas constant in kg m2/(s2 kg-mole K) and T is the temperature 









 (Equation 2.4) 
The partial pressure of each element can be calculated by multiplying the mole fraction of each 





 (Equation 2.5) 
The equilibrium pressure, 𝑃𝑖
𝑜, is dependent on the temperature [132]: 
𝒍𝒐𝒈(𝑷𝒊
𝒐) = 𝑨 + 𝑩 𝑻 + 𝑪 𝒍𝒐𝒈(𝑻) + 𝑫 𝑻𝟑⁄⁄  (Equation 2.6) 
where A, B, C and D are material specific coefficients; those corresponding to Ni and Ti are shown 
in Table 2.2. 
Table 2.2: Equilibrium pressure coefficients for Ni and Ti [132]. 
Element A B C D 
Ni (liquid) 6.666 -20765 0 0 
Ti (liquid) 6.358 -22747 0 0 
 
The vaporization rates are clearly dependent on temperature, since the equilibrium pressures are 
dependent on temperature. Additionally, it has been found that once the temperature in the weld 
pool exceeds the boiling temperature of the alloy, then keyhole (see section 2.3.4 Laser Beam 
Modes) vaporization will also occur [128, 129]. Furthermore, the larger the surface area of the 
melt pool, the more material lost from vaporization [127], as shown in Figure 2.16.  
 
Figure 2.16: a) weld bead width vs laser power and b) vaporization vs laser power. 
Reprinted with permission from Springer Nature: [127]. 
There are several other factors that can contribute to the vaporization rates. Firstly, it is important 
to consider the atmosphere in which the laser processing is being performed. Initial theoretical 
calculations for vaporization rates (see Equations 2.3) were assuming a low-pressure/vacuum 
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environment [127], which can over-estimate the vaporization rates [133]. It is also important to 
note that when laser processing is performed in an argon atmosphere, an argon plasma can form, 
creating ionized and excited atoms, as shown in Figure 2.17. The surface of the weld pool can 
become negatively charged due to electrons striking at a higher flux than the ions [133], resulting 
in an attraction between the positive ions of the vaporized alloy elements and the negative charge 
built up on the weld pool surface. This attraction could lead to condensation of the vaporized alloy 
elements back into the weld pool, reducing the net vaporization rate. 
 
Figure 2.17: A schematic representation of the ion charge phenomenon. Reprinted with 
permission from Springer Nature: [133]. 
A newer vaporization rate takes into account condensation of the vapor elements back to the melt 
pool surface and the transport of vaporized elements into the atmosphere through diffusion [134]. 
𝑱𝒊 = 𝑱𝒑,𝒊 + 𝑱𝒄,𝒊 (Equation 2.7) 
where 𝐽𝑝,𝑖 is the vaporization flux due to the pressure gradient at the melt pool surface, as shown 
in Equation 2.8, and 𝐽𝑐,𝑖 is the vaporization flux due to concentration gradient in the argon 










 (Equation 2.9) 
where 𝑎𝑖 is the activity of element i (mole fraction), 𝑃𝐿 is the summation of equilibrium vapor 
pressures of all alloying elements on the surface, 𝑀𝑣 is the mean molecular weight of all vaporized 
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species, 𝐽𝑝 is the total vaporization flux caused by the pressure gradient and 𝐾𝑔,𝑖 is the mass transfer 
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where Sc is the Schmidt number, Re is the Reynolds number at the nozzle exit, 𝐷𝑖 is the diffusivity 
of element i in the shielding gas, r is the radial distance on the melt pool surface and d is the 
diameter of the nozzle of the shielding gas. 
The overall relative rate of vaporization (2.11) can be estimated as an average of the relative rate 
of vaporization due to the pressure gradient (Equation 2.12) and the relative rate of vaporization 



























𝒐 (Equation 2.13) 
The ratio of mass transfer coefficients can be reduced to the ratio of diffusivities in the shielding 
gas. So, even though the presence of argon shielding reduces the total vaporization flux, it appears 
to have a negligible effect on the relative rates of vaporization. 
 
Figure 2.18: A schematic representation of the electrical interaction between the positively 
charged plasma cloud and the negatively charged oxygen. Reprinted with permission from 
Springer Nature: [125]. 
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Another factor that can play a role in the vaporization rates is the presence of a surface oxide. The 
oxygen is negatively charged and would be attracted towards the surface due to the positive charge 
of the plasma cloud [125].  This can form electromagnetically driven eddies near the surface that 
create turbulence and destabilize the surface tension [137]. This results in an increase in the 
effective surface area, and thus raises the vaporization rates [133]. However, if too much oxygen 
covers the surface it can reduce the vaporization rate by occupying surface sites from where alloy 
elements can vaporize [125], as shown in Figure 2.18. 
2.3.6 Laser Processing of SMA 
Ni has a higher equilibrium vapor pressure than Ti, as shown in Figure 2.19, thus it experiences 
preferential vaporization during laser processing [22]. This results in a decrease in Ni 
concentration of the bulk matrix, which in turn translates into an increase in the phase 
transformation temperatures (see Section 2.1.5 Effects of Composition) [72, 138-141]. Previous 
studies have been able to confirm this change through DSC analysis [22, 23], as shown in Figure 
2.20. Initial research into the effects of laser parameters on relative rates of vaporization have only 
looked at the change in NiTi composition from a single laser pulse profile with additional pulses 
per spot [23]. This method offers only rigid steps by which the composition can be changed and 
little insight into how to apply this method to other materials or other laser sources.  
 
Figure 2.19: Nickel and Titanium equilibrium vapor pressures. 
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From welding of stainless steel, it is known that pulse power and duration play a critical role in 
determining the temperature of the weld pool, and thus how much of each element is vaporized 
[128, 129]. A similar understanding is needed for NiTi. Developing laser processing methods for 
improving the performance or enhancing the functionality of traditional SMA materials has 
recently gained a lot of momentum, with many proof-of-concepts having been recently developed 
[5, 17, 21-23, 142]. The ability to locally modify the microstructure and/or composition along with 
the speed, precision, and quality inherent in laser processes make them an excellent means for 
processing SMAs. This in turn allows for the creation of monolithic NiTi components with 
spatially varying properties.  
 
Figure 2.20: DSC analysis of laser processed Ti-50.7 at.% Ni with 0.6 kW peak power and 
30 ms pulse duration. Shift in second peak due to preferential vaporization if Ni. From Ref. 
[22] Copyright © 2013 WILEY-VCH Verlag GmbH & Co. KGaA, Weinheim. Reproduced 




2.4.1 Determining Material Properties 
The Young’s modulus, E, of a material can be determined from the bulk properties of that material, 




 (Equation 2.14) 
where B is the bulk modulus and G is the shear modulus. The bulk and shear moduli can be 




(𝒄𝟏𝟏 + 𝟐𝒄𝟏𝟐) (Equation 2.15) 
𝑮 =
(𝒄𝟏𝟏 − 𝒄𝟏𝟐) + 𝟑𝒄𝟒𝟒
𝟓
 (Equation 2.16) 
where c11, c12 and c44 are all elastic constants of a single-crystal. The elastic constant c11 is the 
relationship between deformation in the x-direction and a stress applied in the x-direction, whereas 
the c12 elastic constant describes the deformation in the y-direction associated with a stress in the 
x-direction. The c44 elastic constant is associated with a rhombohedral shear or stretching of the 
single-crystal along a <111> direction while maintaining a constant volume [144]. Due to the 
symmetry of a cubic crystal structure, such as the austenite phase of NiTi, there are only three 
independent elastic constants. However, for a monoclinic crystal structure, such as the martensite 
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Figure 2.21: Elastic constants of a single-crystal a) cubic structure and b) monoclinic 
structure. 
2.4.2 Elastic Properties of NiTi SMAs 
Modelling of the pseudoelastic properties of NiTi SMAs requires an understanding of the elastic 
moduli of both the austenite and martensite phases. Recorded values for the Young’s modulus for 
austenite range from 41 GPa to 75 GPa; for martensite the range is from 28 GPa to 41 GPa [146]. 
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Part of the discrepancy in results may be due to inconsistencies in mechanical testing. Standard 
test methods like the ASTM F2516-14 specifies the use of either a contact extensometer or a 
minimum gauge length of 150 mm for testing thin NiTi wires [147]. Both of these procedures are 
highly susceptible to slipping within the grips/extensometer when testing thin NiTi wires due to 
the small diameters of the wires and therefore low surface contact area. 
The use of digital image correlation (DIC) has become increasingly popular and looks to replace 
traditional methods of global strain measurements by providing localized strain values. However, 
commercially available DIC systems are often limited to analyzing wires ~700 µm in diameter 
during tensile testing. Recently it has been shown that custom DIC set-ups are capable of analyzing 
wires as thin as 381 µm [148]. The speckle pattern produced by Reedlunn et al. creates speckles 
that are approximately 50 µm in diameter [148]; for analyzing a 100 µm wire, this speckle is not 
fine enough. A lithographic method would most likely need to be employed to fabricate a pattern 
with small enough speckles [149]. Thus, using a visual extensometer is more time efficient and 
cost effective than using a DIC set-up to analyze ultra-fine (~100 µm diameter) NiTi wires. 
 
Figure 2.22: Theoretical a) bulk modulus and b) elastic constants as a function of Ni 
composition. Reprinted from Ref. [150] with permission from Elsevier. 
Some of this variance in elastic properties reported in literature is also due to the variations in 
composition, thermomechanical history and test temperature. It has been shown experimentally by 
Lu et al. that as the alloy becomes more Ni rich the value of c44 increases [150], as shown in Figure 




(𝒄𝟏𝟏 − 𝒄𝟏𝟐) (Equation 2.17) 
This results in both an increase in the bulk modulus and a slight increase in the Zener anisotropy 






 (Equation 2.18) 
For a perfectly isotropic material, the Zener anisotropy value would be 1. 
The test temperature has less of an effect on the material properties than the composition does. It 
was shown by Ren et al. that the bulk modulus does not change with temperature [46]. However, 
for NiTi SMAs, c’ softens as temperature decreases towards Ms, as shown in Figure 2.23. 
Interestingly, c44 also decreases as temperature approaches Ms, which results in a relatively low 
Zener anisotropy factor compared to other SMAs (i.e. Cu-based alloys) [46]. This results in a 
change in the Young’s modulus that is contrary to what might be expected, i.e. the Young’s 
modulus of the austenite phase increases with temperature.  
 
Figure 2.23: Experimental values for c’ and c44 for a) Ti-50.8Ni and b) Ti-51Ni as a 
function of temperature. Reprinted from Ref. [46] with permission from Elsevier. 
Further complicating the determination of the elastic moduli is the thermomechanical history of 
the material. Heat treatments ranging from 310 °C to 560 °C have been shown to facilitate an 
austenite to R-phase to martensite transformation pathway [151]. The activity of the R-phase 
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cannot always be easily distinguished from a stress/strain curve since it may be almost linear, and 
may result in much lower experimental values for the austenite elastic modulus than the theoretical 
values calculated from first principles [146]. In recent years, there has been some agreement that 
the austenite elastic modulus based on first principles is approximately 70 GPa [146, 152].  
The texture of the material is also a critical factor in determining the elastic properties. Suresh et 
al. found that for mixed texture materials, the elastic modulus is not uniform throughout the 
material [153]. The local elastic modulus of the austenite phase varies depending on the grain 
orientation (due to anisotropy) and internal stresses. The local elastic modulus of the martensite 
phase also varies due to grain orientation attributing to different twin mobilities. However, wires 
have a preferential grain orientation, not a mixed texture (see Section 2.2.3 Wire Drawing SMAs). 
Therefore, it may be prudent to use direction-dependent elastic moduli, such as: 
𝑬<𝟏𝟏𝟏> =
𝟒(𝒄𝟏𝟏 − 𝒄𝟏𝟐)(𝒄𝟏𝟏 + 𝟐𝒄𝟏𝟐)𝒄𝟒𝟒
𝒄𝟏𝟏
𝟐 + 𝒄𝟏𝟏𝒄𝟏𝟐 − 𝟐𝒄𝟏𝟐
𝟐 + 𝟐𝒄𝟏𝟏𝒄𝟒𝟒
 (Equation 2.19) 
Due to this preferential orientation and the extreme anisotropy of the martensite phase, unusually 
low values for the martensitic elastic modulus have been found experimentally. This is due to the 
fact that the <111>A direction aligns with the <101>M direction which has an elastic modulus as 
low as 33.2 GPa [146]. It has also been shown that the elastic modulus of the martensite phase 
decreases with increased temperature [154], which may account for martensitic elastic modulus 
values observed experimentally to be as low as 20 GPa [146]. 
2.4.3 Modelling Pseudoelasticity of SMAs 
In recent years, constitutive modeling of SMAs has been significantly advanced by numerous 
research groups. The majority of the models developed to represent PE in SMAs can be divided 
into two major groups: micromechanics-based models and phenomenological models [155, 156]. 
Both methodologies are reviewed in detail. 
Micromechanical models try to predict the response of the SMA by taking into account the 
microstructure. If the microstructure is well-known, understanding of the single crystal behavior 
can be used to solve boundary value problems in a polycrystalline material, as was demonstrated 
by Anand and Gurtin [157]. It is essential to use homogenization techniques in order to achieve 
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representative thermomechanical properties. Several homogenization techniques have been 
developed for elastic and elastoplastic methods [158-163], which make use of a Representative 
Volume Element (RVE). These homogenization methods presume the effective response of a 
composite is attainable by accounting for a solitary inhomogeneity embedded within an infinite 
matrix. Most micromechanical models for SMAs use a self-consistent type of averaging to account 
for interactions between grains [164-169]. That is, the interactions between grains can be 
accounted for by associating properties of the matrix with effective properties of the composite, or 
by embedding the grain into a representative medium [158-160]. An alternative approach, known 
as the Mori-Tanaka method, accounts for the interactions between grains by modifying the average 
stress in the matrix from the applied stress [161, 170, 171]. 
Some micromechanics models are capable of capturing all of the different mechanical responses 
of an SMA, such as PE, SME and a rubber-like behavior [172, 173]. They take into consideration 
the evolution of the total transformation strain of each grain, then progression of the martensitic 
volume fraction is attained through a balancing of the internal dissipation due to phase 
transformation with the external output of energy. The model presented by Gao et al. [169] takes 
into account the evolution of each martensitic variant. 
These micromechanics models effectively predict material behavior based only on crystal lattice 
parameters and information about the martensitic transformation and provide valuable insight into 
the micro-scale phase transformation process. However, it is not practical to have an exact 
representation of the micro-structure, nor is it possible to solve numerically for the number of 
grains that would be present in a realistic 3-D boundary value problem [155]. Additionally, the 
complexity of the micro-to-macro transition has limited the use of micro-scale modelling of SMA 
responses [156]. 
The phenomenological models often use continuum thermomechanics with internal variables to 
represent the changes in the microstructure due to the phase change. These models implement a 
macroscopic energy function that depends on the state and the internal variables used to define the 
degree of phase transformation [155]. They apply a thermodynamic structure and choose the 




The benefit of phenomenological models is that they can be more easily implemented into a finite 
element method. The draw-back is that since they are not based on the microstructure and are 
phenomenological in nature, they are individually customized to suit a specific need. This results 
in frequent instances of “curve fitting” to data sets and not the development of a generalized model. 
Early models have a common thermomechanical framework, but differences arise due to the 
varying choices for the transformation hardening function [24-27]. A more recent work by Qidwai 
and Lagoudas [29] presented a more general thermodynamic model where the transformation 
function can be tuned to capture transformation effects, such as pressure dependence and 
volumetric strain. Different transformation functions have also been used to simulate the 
asymmetric response of SMAs in tension and compression [28-30]. This asymmetric response is 
extremely important when modelling the bending behavior of SMAs, as consideration must be 
given for the neutral axis offset [174, 175]. Figure 2.24 shows the several schematics of bending 
strain profiles. 
 
Figure 2.24: Schematics showing theoretical bending strain profiles. Reprinted from Ref. 
[174] with permission from Elsevier. 
While the majority of these models are only capable of modelling PE, some models decompose 
the martensite volume fraction into self-accommodated (twinned) and detwinned components, 
allowing for the modelling of SME and thermal responses as well as PE [26, 176]. Figure 2.25 





Figure 2.25: Schematic of stress/strain response showing four distinct regions associated 
with phase transformation. Reprinted from Ref. [176] with permission from Elsevier. 
These thermodynamic models are analogous to elastoplasticity regarding the hysteretic response 
of the SMA [28, 177-180]. They essentially are assuming that the phase transformation is similar 
to plastic flow. Transformation-induced plasticity models have been developed to predict the 
evolution of the hysteresis loop’s size and shape during repeated cycling [156, 181, 182]. This 
evolution of the transformation hysteresis loop is also of great importance. Earlier models were 
developed based on experimental observations [183-185]. More recent developments have led to 
better cyclic/fatigue modelling of pseudoelastic loading and unloading [186-188]. This has been 
brought about primarily by a better understanding of the nucleation and propagation of the 
austenite to martensite transformation, which has been achieved in part by discerning the effects 
of heat transfer during the phase transformation [187, 188] and also by determining the effects of 
grain size [189, 190].  
Alternatives to these thermomechanical models are domain wall models, free energy models [25, 
190] and Preisach models [192-194], which are analogous to magnetic domain wall transitions. 
These models are entirely phenomenological in nature and typically are not based on 
thermodynamics. However, they are capable of modeling internal hysteresis loops and other 
complex phenomena in a simplified manner [194]. The classical Preisach model represents 
hysteresis through an assembly of a number of hysterons (basic hysteretic elements), which are 
connected in series [195]. Each hysteron is essentially a non-ideal switch (see Figure 2.26) that 
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turns on when an input is increased beyond a specific threshold, giving a certain output, then turns 
off again when the input is decreased below a different threshold. The Preisach triangle (see Figure 
2.27) is a geometric construal for organizing the hysterons [195]. In the context of modelling SMA 
PE, the thresholds for the hysterons are the forces required to cause phase transformation, and the 
output is the volume fraction of martensite. 
 
Figure 2.26: The hysteron used in the Preisach model. The directions of allowed phase 
transformation are indicated by the arrows on the hysteron. From Ref. [194] Copyright © 
IOP Publishing. Reproduced with permission. All rights reserved. 
 
Figure 2.27: The Preisach triangle is a useful method for designating hysterons with their 
parameters to allow orderly on/off switching. The directions for the loading and unloading 
forces are indicated on the figure. From Ref. [194] Copyright © IOP Publishing. 
Reproduced with permission. All rights reserved. 
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2.5 Summary and Concluding Remarks 
This extensive review of literature underscores the complexity of comprehending NiTi: its phase 
transformation characteristics, its manufacturing/processing methods and how it is modeled. 
Traditional manufacturing techniques are performance limiting because each component has only 
one set of thermomechanical properties. Newer methods, such as localized heat treatments, powder 
metallurgy, dissimilar joining and laser processing, have been investigated to locally modify 
functionality. Laser processing has more recently shown great potential in attaining local 
modification to functional properties. While there are several studies exploring the use of laser 
processing to modify NiTi SMAs [5, 20-23], it is still a young art and much more research is 
required before they can be fully integrated successfully in industrial applications. The primary 
knowledge gaps related to the science of laser-processed multiple memory SMAs identified herein 
include:  
1. The existence of preferential alloy element vaporization is known and has even been 
exploited in the case of NiTi SMAs. However, only limited studies have looked into the 
relationship between laser parameters and the resulting change in the bulk composition (see 
2.3.6 Laser Processing of SMA). More work in this area is essential in being able to 
successfully predict compositional change and aid in the precise manufacturing of tailored 
tunable SMAs. 
2. Although there has been extensive work done to develop mechanical deformation models 
for NiTi SMAs (see Section 2.4.3 Modelling Pseudoelasticity of SMAs) this work has 
never been extended to SMAs exhibiting multiple pseudoelastic responses. This makes 
applying multiple memory SMAs in complex mechanical devices a difficult task at best, 
since the performance cannot be fully modelled and must be tested through trial and error 
methods. 
3. There have been studies exploring the tension/compression asymmetry of NiTi SMAs and 
how texture effects the functionality (see 2.4.3 Modelling Pseudoelasticity of SMAs). 
However, there have not been any studies that examine the macroscale effect of localized 
texture modifications to the two-dimensional bending deformation. Nor has there been 




4. There has been previous work done to implement laser processed NiTi SMAs into novel 
design applications [5, 20]. However, there are always new ways to take advantage of this 
improved functionality.  
The above findings regarding laser processed multiple memory SMAs directly reflect the 
objectives of this research study (presented in Section 1.2 Objectives) and will therefore be 




Chapter 3: Experimental Methods 
3.1 Material Selection 
Two different NiTi wires were investigated in this study. The most frequently used material was a 
700 µm diameter NiTi wire (NT-E9) manufactured by Furukawa Electric Co. Ltd. It was 
thermomechanically treated by the manufacturer to exhibit pseudoelastic properties at room 
temperature with an Af temperature of 25 °C. This material will be referred to as base material 700 
µm (BM7) for the remainder of this study. In this study, all laser processing of NiTi wires was 
performed on this material. 
The second wire investigated had a 400 µm diameter (N15516B) and was manufactured by Memry 
Corporation. This wire was also thermomechanically treated by the manufacturer to be 
pseudoelastic at room temperature with an Af temperature of 8 °C. This material will be referred 
to as base material 400 µm (BM4) for the remainder of this study. 
A NiTi sheet from Memry with a thickness of 2.5 mm, a composition of 50.8 at.% Ni and 
pseudoelastic properties at room temperature was also used for this study. This material will be 
referred to as base material sheet (BMS) for the remainder of this study. This material was only 
used to study the deconvolution of overlapping DSC peaks (see Section 4.3 Deconvolution of 
Overlapping Peaks), not for mechanical characterization. One of the sheet samples was processed 
with a laser to modify and control the composition in part of the sheet. The laser used for 
processing the sheets was a Miyachi Unitek LW15 pulsed Nd:YAG laser with a wavelength of 
1064 nm. This material will be referred to as processed sheet (PS). 
3.2 Laser Processing Equipment and Parameters 
Laser processing of the BMS material was performed on a LW15 pulsed Nd:YAG laser with a 
wavelength of 1064 nm and 150 µm nominal spot diameter. During laser processing, the sheets 
were shielded with argon gas in order to prevent oxidation. The gas flowed gently across the 
material surface at a rate of 4.7 L/min (10 CFH). Prior to laser processing, the sheets were etched 
in a 7.5 vol. % HF, 20 vol. % HNO3, bal. H2O solution for 2 minutes, flipping half way, to remove 
the thick black oxide layer that forms during manufacturing. After etching, the sheets were cleaned 
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with acetone, ethanol and de-ionized water to remove any potential contaminants. A square pulsed 
laser protocol was utilized having a peak power of 3.35 kW and an energy output of 15.7 J. This 
material will be referred to a processed sheet (PS) for the remainder of this study. 
Laser processing of wires was performed only on the BM7 wires. A LW50A Miyachi Unitek 
pulsed Nd:YAG laser system with a 1.06 µm wavelength, 600 µm nominal spot diameter was used 
for laser processing. During laser processing, the wires were shielded with argon gas using a flow 
rate of 9.4 L/min (20 CFH) in order to avoid oxidation. The laser processing setup, including 
fixtures, is shown in Figure 3.1. This setup was developed by previous researchers [59, 196]. The 
wires were cleaned with acetone, ethanol and de-ionized water prior to laser processing to remove 
any potential contaminants.  
 
Figure 3.1: Laser processing setup. NiTi wire was fed through the fixture with Ar gas 
shielding the top and bottom to prevent oxidation. A rotary wheel was used to advance the 
wire during processing. 
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3.2.1 Laser Profiles for Vaporization Study 
For the study of relative vaporization rates numerous square pulse profiles were used and will be 
discussed in more detail later (see Section 4.1 Laser Parameters). Within that study, work to 
deconvolute overlapping DSC was also conducted, presenting very specific processed wires. All 
laser processed wires were processed such that sequential pulses were overlapped 60% to ensure 
complete compositional change.  Four different square pulse profile were employed, as shown in 
Figure 3.2. Each wire fabricated with these profiles will be referred to as processed wires (i.e. 
PW1, PW2, PW3 and PW4, respectively). A fifth laser pulse profile was utilized, as shown in 
Figure 3.3. This wire will be referred to as processed wire (PW). Finally, some BM7 wires were 
annealed at 600 ˚C for 1 hour, which resulted in a narrower DSC peak. It has been shown that 
extended annealing increases the relative intensity of the transformation peak [197], which is due 
in part to an increase in the homogeneity of the microstructure [31]. This material will be referred 
to as annealed wire (AW) for the remainder of this study. 
 
Figure 3.2:  Laser processing schedules for a) PW1, b) PW2, c) PW3 and d) PW4. 
3.2.2 Laser Profiles for 1-D Model Validation 
For the manufacturing of the multiple memory material used to validate the 1-D model, a pulsed 
laser protocol was utilized having a peak power of 1.5 kW and an energy output of 13.1 J; the 
pulse schedule is shown in Figure 3.3. The laser spots were overlapped by 60 % to ensure that the 
whole bulk of the wire was processed. The laser processing was performed to achieve a 
compositional change to the bulk material, similar to previous work [22, 23]. This material will be 




Figure 3.3:  Laser processing schedule for the 1-D model validation. 
3.2.3 Laser Profiles for Bending Model Development 
For the fabrication of laser processed wires used to determine the effects of grain orientation on 
bending properties (see Section 6.2 Effect of Grain Orientation on Bending Geometries) a square 
pulsed profile was used. The peak power was 0.52 kW with a duration of 30 ms. This profile was 
picked to reduce the alteration of Ni composition due to vaporization during processing so as to 
isolate the effect of microstructure change from the effects of composition change. The laser pulses 
were overlapped 60 % to ensure processing of the entire bulk of the wire. This material will be 
referred to as grain reoriented (GR). Additional samples were made utilizing the same laser pulse 
profile, but instead of overlapping, the pulses were spread out with gaps equivalent to one pulse in 
between each laser spot. This material will be referred to as “zebra” during this study. 
3.2.4 Laser Profiles for Fabricating Self-Biasing Springs 
For the manufacturing of the multiple memory self-biasing spring, a pulsed laser protocol was 
utilized having a peak power of 2.0 kW and an energy output of 15.0 J; the pulse shape is similar 
to that shown in Figure 3.3. The laser was pulsed either once per spot (1LP) or twice per spot 
(2LP), with each spot being overlapped by 60 % to ensure a homogeneous composition through 
the thickness of the wire in the processed region. This laser processing method was performed 




3.3 Post-Process Thermomechanical Treatment 
The PW, LP, BM, 1LP and 2LP wires were solutionized at 1000 °C for 1 hour in an argon 
atmosphere then immediately water quenched to homogenize the microstructure for stable wire-
drawing. Several wire drawing and inter-annealing stages were performed until the diameter of the 
samples was reduced to 500 µm, in line with previous work [196]. Figure 3.4 outlines the different 
thermomechanical treatments that were performed on the wires. The PW, LP and BM samples 
followed the left track and underwent 35.0 % total cold-working. The BM, 1LP and 2LP samples 
follow the right tract and ended up with a total cold-working of 42.6 %. The purpose of these cold-
working procedures was to homogenize the structure across the entire length of wire when both 
as-received and laser modified materials are in one monolithic specimen and to increase 
dislocation density in the laser processed region [198, 199].  
 
Figure 3.4:  Flow chart outlining the manufacturing processes. 
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3.3.1 Heat Treatment for Multiple Memory Wires  
A final heat treatment of 400 °C for 60 minutes in air followed by a water quench was used to 
restore pseudoelastic properties. During the annealing process, the wires were fixed at both ends 
to a flat metal plate to ensure the wire maintained a straight, non-curve shape. Annealing at 400 
°C reduces the overall number of dislocations present in the material [112]. A temperature of 400 
°C was chosen since it has been shown to provide stable properties for both Ni-rich (i.e. BM) and 
Ti-rich (i.e. LP) NiTi [33, 56, 73, 74]. The PW material after solutionizing, cold working and final 
heat treatment will be referred to as treated processed wire (TPW). The BM material after 
solutionizing, cold working and final heat treatment will be referred to as treated base material 
(TBM) for the remainder of this study. The LP material after solutionizing, cold working and final 
heat treatment will be referred to as treated laser processed (TLP) for the remainder of this study. 
The monolithic wire containing both TBM and TLP regions (see Figure 3.5) will be referred to as 
multiple memory (MM) for the remainder of this study. 
 
Figure 3.5:  Schematic illustration of MM sample containing both TLP and TBM regions. 
3.3.2 Heat Treatment for Self-Biasing Springs  
The cold-worked wires were softened before shape-setting by heat-treating at 450 °C for 5 minutes. 
This was done to restore some ductility and prevented wire breakage during shape-setting due to 
work-hardening. The spring samples were manufactured by fixing the wire into a custom fixture 
(shown in Figure 3.7) and annealing at 450 °C for 55 minutes followed by water quenching. This 
procedure served to shape-set the wire while simultaneously restoring the pseudoelastic and shape 
memory properties. A temperature of 450 °C was chosen because it has been shown to provide a 
better separation of transformation peaks from region to region, facilitating multi-stage actuation 




The BM material after solutionizing, cold working and final heat treatment will be referred to as 
Unprocessed (UP) for the remainder of this study. The LP1 and LP2 material after solutionizing, 
cold working and final heat treatment will be referred to as Processed 1 (P1) and Processed 2 (P2), 
respectively, for the remainder of this study. The monolithic springs containing both processed 
and unprocessed regions (see Figure 3.6) will be referred to as multiple memory 1 (MM1) and 
multiple memory 2 (MM2) for the remainder of this study. 
 
Figure 3.6:  Schematics for a) MM1 spring containing both UP and P1 regions and b) MM2 
spring containing UP, P1 and P2 regions. 
3.4 Shape-setting Springs 
Previous attempts at manufacturing helical NiTi compression springs have been able to achieve 
springs with constant diameters [201, 202]. However, these methods do not have the ability to 
accurately control and maintain a consistent spring pitch. Therefore, a unique universal custom 
spring fixture (see Figure 3.6) was developed to fabricate helical compression springs with a 
constant pitch and diameter [200]. The threaded rod in the center produces a constant pitch 
throughout the length of the spring; it is interchangeable to allow for any desired pitch or diameter. 
The MM1 and MM2 springs described in the previous section were created with a pitch of 3.175 




Figure 3.7:  Spring shape-setting fixture. 
3.5 Phase Analysis 
The thermoanalytical properties of the NiTi materials were characterized by differential scanning 
calorimetry (DSC) analysis using a TA Discovery DSC system equipped with refrigerated cooling. 
DSC curves were recorded from -75 °C to 120 °C using a controlled heating/cooling rate of 5 
°C/min. The Ms, Mf, As, and Af phase transformation temperatures were measured using the TA 
Instruments Trios software v3.2 following the ASTM F2004-05(2010) standard [58]. 
3.6 Mechanical Analysis of NiTi Wires 
3.6.1 Preliminary Tensile Test Method 
Preliminary tensile testing was done using an Instron 5548 micro-tensile tester with a ±0.5 µm 
measurement accuracy equipped with a temperature chamber. A crosshead speed of 0.04 mm/min 
was used. A gauge length of 50 mm was used for all samples tested, due to the size constraints of 
the temperature chamber. The result was a strain rate of 1.5 × 10−5 s-1, which is slow enough to 
avoid thermal effects and thermomechanical coupling [203, 204]. Cyclic tests were pulled to 
maximum strains of 11 % before unloading to zero stress. The test temperatures for cyclic testing 
were determined by DSC analysis such that they were at least 10 °C above the Af temperature of 
the sample being tested. 
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3.6.2 Improved Tensile Test Methods 
Additional tensile testing was conducted using an Instron 5548 micro-tensile tester equipped with 
a contact extensometer. The contact extensometer required elastics, springs and thermal glue to 
attach it to the thin samples with minimal slipping during testing. Thermal glue was used to 
facilitate the removal of the sample from the contact extensometer after testing. Additionally, the 
contact extensometer was loosely wedged into the corner of the environmental chamber to reduce 
the amount of non-axial stress applied to the wire by the weight of the extensometer. This test set-
up is portrayed in Figure 3.8. 
 
Figure 3.8 a) Photograph showing test set-up using contact extensometer attached to a 
sample and b) schematic depicting the contact extensometer set-up. 
The visual extensometer tests were conducted on an Instron 5565 table-top tester. Typically, white 
circles are painted to the surface of standard ASTM “dog bone” shaped coupons that act as data 
points being tracked by the visual extensometer during each test. However, the dimensions of fine 
wires prevent white circles from being drawn on the surface. In lieu of painted circles, Styrofoam 
balls were glued to the sample as markers and tracked during the test. This was achieved by first 
skewering the Styrofoam balls with the sample wire, as shown in Figure 3.9a. To fix the white 
Styrofoam balls in place, a two-part epoxy was used since the Styrofoam balls do not need to be 
removed after testing is completed. This ensured that no slipping would occur during the test. The 




Figure 3.9 Photographs showing a) Styrofoam balls attached to wire sample, b) wire 
sample loaded in grips with white balls attached and c) schematic depicting the visual 
extensometer set-up. 
Both Instron testers were equipped with environmental chambers. Pre-cycles were pulled to a 
strain of 6% before unloading to zero stress. The sample gauge length varied depending on the 
mode of strain measurement. A gauge length of 12.5 mm was used with the contact extensometer 
and 25 mm was used with the visual extensometer. A gauge length of 150 mm was used for 
samples tested by crosshead motion, in accordance with ASTM F2516-14 standard [147]. 
Crosshead motion data was collected using the table-top Instron. The BM4 wire was tested at room 
temperature, which was approximately 12 °C above the Af. The BM7 was tested at 40 °C to ensure 
it was also around 15 °C above the Af temperature. Each test condition was tested in triplicate to 
verify results. 
3.6.3 Three-point-bend Test Method 
Three-point-bend testing was done using an Instron 5548 micro-tensile tester with a ±0.5 µm 
measurement accuracy, see Figure 3.10. To ensure negligible shearing effects the span length was 
40 times the wire diameter, which and is consistent with previous studies [205]. The crosshead 
speed was one tenth of the wire radius per second, which gives an approximate strain rate of 
1.2 × 10−4 s-1 on the outer edge of the sample. Photographs were taken at the maximum deflection 
to determine the bending curvature of the transformed region. All tests were run at room 
temperature because the test set-up with camera did not fit in the environmental chamber. At least 




Figure 3.10 Photograph showing the three-point-bend test set-up. 
3.6.4 Torsional Shear Test Method 
Torsion testing was conducted using a customized set-up provided by Smarter Alloys, Inc. The 
test specimens had a gauge length of 10 mm, which is in line with previous studies [206]. A 
MTT03-10Z torque sensor from Mark-10 Corp. was attached to one end of the specimen. A 
programmable stepping motor rotated the opposite end of the specimen at a speed of 1 RPM. The 
BM4 wires were tested at room temperature, which was approximately 12 °C above the Af. The 
BM7 wires were tested at 37 °C, which was the thermal limit of the torque sensor, and was also 
around 12 °C above the Af temperature. At least three samples were tested for each sample type. 
3.7 Microstructure Analysis of NiTi Wires 
The microstructure of laser processed NiTi wires was analysed using two different methods. 
Optical microscopy was performed using an Olympus BX51M optical microscope. Electron 
backscatter diffraction (EBSD) analysis was performed using a Hitachi SU 3500 scanning electron 
microscope (SEM) operating at 20 keV. A conservative spline filtering algorithm was utilized to 
interpolate orientation information for non-indexed intragranular measurement points, which had 
a negligible impact on the orientation distribution of the collected dataset. 
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3.8 Mechanical Analysis of NiTi Springs 
3.8.1 Spring Compression Test 
Spring compression testing was done using an Instron 5548 micro-tensile tester with a ±0.5 µm 
measurement accuracy equipped with a temperature chamber. The spring ends were ground flat 
and the springs were compressed between two parallel plates to ensure uniform compression. A 
spring length of 10 mm was used for all samples tested. A crosshead speed of 4 mm/min was used. 
Samples were compressed to a maximum displacement of 2 mm before unloading to zero stress. 
Each spring type was tested in triplicate to verify results. 
3.8.2 Self-Biasing Spring Test 
To prevent buckling, the self-biasing springs were preloaded on a rod. The springs were 
compressed with enough force to compress the laser processed region(s), but not the unprocessed 
region. The ends were held in place to maintain a constant total length during testing. The samples 
were thermally heated until the laser processed region(s) transformed into austenite. The motion 
of the interface between laser processed and unprocessed regions was observed visually with a 






Chapter 4: Modelling Compositional Changes of Laser 
Processed NiTi 
4.1 Laser Parameters 
In order to optimize the development of new MM SMA devices, the effect of laser processing 
parameters on Ni vaporization must be better understood. Until now, no in-depth investigation has 
been performed to fully understand and model relative vaporization rates for NiTi based on laser 
parameters. The material used for this study was BM7 wire. Laser pulses were overlapped ~60 % 
in order to remove the centerline solidification, which is necessary for post-process wire drawing 
[196]. Square pulse profiles, as shown in Figure 4.1, were investigated.  
 
Figure 4.1 Generic square laser pulse profile. 
Only pulse profiles that achieved full penetration of the specimen thickness without compromising 
the structural integrity of the specimen were used. Full penetration is defined such that no un-
melted base material is observed between the laser spots on the underside of the specimen, see 
Figure 4.2b. Samples were examined with an optical microscope to verify the completeness of 
melting on the underside of wire. The structural integrity was considered to be compromised if the 
wire broke during laser processing or if there was significant bulging and distortion to the 
circularity of the cross section of the specimen wire. A map of all usable laser profiles is shown in 
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Figure 4.3. Note that the maximum power output of the laser is 5 kW and the maximum time 
duration of the laser is 30 ms. For pulse durations of 2 ms, the specimen is compromised as soon 
as full penetration is achieved due to significant expulsion of material, as indicated by the upper 
left portion of Figure 4.3. Therefore, 3 ms pulse durations were the shortest that could be examined 
in the study. 
 
Figure 4.2 Schematic showing cross section view of laser processed wire depicting a) full 
melting with retained base material between laser processed spots and b) full melting with 
no retained base material between spots. 
 
Figure 4.3 Laser pulse profile map showing which power and time combinations result in 
full penetration without compromising the specimen. 
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4.2 Changes in Transformation Temperature 
A correlation between the Ms temperature and the mole fraction of Ni has been previously shown 
[72]. The Ms temperature is quite sensitive to the mole fraction of Ni. This means that small 
changes in the Ni mole fraction result in large changes in the Ms temperature. Conversely, large 
deviations in the measured Ms temperature would result in a minor error of the estimated Ni mole 
fraction (assuming a reliable conversion between the two can be developed). An error of ~5 % in 
the measurement of the Ms temperature (approximately 10-15 K) would result in an error of only 
about 0.1-0.15 % in the prediction of the Ni mole fraction (approximately 0.0005-0.0008, or 0.05-
0.08 at. % Ni), as shown in Figure 4.4. 
 
Figure 4.4 Relationship of error in Ms temperature carried over to error mole-fraction 
determination, based on Figure 2.9. 
Therefore, the Ni composition after laser processing can be estimated from the Ms temperature 
observed by DSC analysis. From this data, a model can be developed to predict change in Ni 
composition for any square pulse profile that meets the requirements specified in the previous 
section. However, for some of the laser pulse profiles tested, the DSC data shows two 
transformation peaks, see Figure 4.5. This phenomenon has been observed before [22, 196] and 





Figure 4.5 DSC data for BM compared with different laser pulse profiles. 
Figure 4.6 shows the relationship between the peak power of the laser pulse and the austenite 
transformation peak. It can be seen that the composition segregation is independent of pulse 
duration, as pulse durations ranging from 30 to 20 ms show no segregation at low power, while 
segregation does occur at higher power. It should also be noted that for 3 ms pulses, there is only 
one transformation observed. This suggests that the composition segregation is not dependent on 
peak power either. All the samples that displayed dual transformation peaks were within a specific 
temperature range, i.e. ~66 to 101 ˚C. This implies that the composition segregation is occurring 
due to the resulting composition, not the laser parameters. 
It has been shown that there is a very small difference between the solidus and liquidus on the Ni-
rich side of the NiTi intermetallic congruency point and a much larger difference on the Ti-rich 
side of the congruency point (see Section 2.1.1 Physical Metallurgy) [34]. This means that for Ni-
rich compositions, the cooling rate is fast enough to avoid significant segregation. However, on 
the Ti-rich side there is a steep drop-off in the solidus temperature (see Figure 2.1b) and 
solidification does not occur rapidly enough. Laser processing with a ramp down, similar to the 
profile in Figure 3.3, also results in two observable transformation peaks; however, 





Figure 4.6 Austenite transformation temperature versus peak power for various pulse 
durations. 
4.3 Deconvolution of Overlapping Peaks 
In order to determine the amount of Ni lost during laser processing for the samples that experience 
compositional segregation, the overlapping DSC peaks must be deconvoluted. When the peaks are 
deconvoluted, the ratio of area under each peak can be used to approximate the volume ratio of 




Deconvoluting overlapping peaks is a common occurrence for many spectral analysis techniques. 
However, these techniques are typically looking for specific elements or compounds that behave 
in a predictable manor. The maximum peak height will be in a known location (plus or minus a 
known amount) and the peak height-to-width ratio will also be known in advance. This 
foreknowledge of the exact shape and location of the peak makes isolation of an individual peak 
from a group of overlapping peaks relatively easy.  
Modelling and deconvolution of DSC peaks, while more complex than spectral analysis, has also 
been performed on generic DSC data; however, this technique requires some knowledge of the 
reaction kinetics that will occur, or the mathematics becomes extremely complicated [208]. 
Simpler methods rely on standard distribution models; however, these methods may not be suitable 
for curve fitting NiTi transformation peaks. The transformation kinetics for NiTi are not easily 
predetermined and the peak shapes are non-uniform. The thermomechanical history [42, 151, 209, 
210] as well as changes in composition [42, 72, 211] will result in different shapes and locations 
for the transformation peaks. The numerous combinations of composition, grain size, precipitate 
size/density, etc. make developing a complete correlation between microstructure and 
transformation kinetics an unfathomable undertaking. This is further complicated when multiple 
compositions are contained in a monolithic material [22]. This study sets out to develop an adaptive 
function that can be fit to any shape of peak for NiTi DSC data. An algorithm will be put forth to 
separate overlapping DSC peaks and determine the individual peak characteristics. 
4.3.1 Curve Fitting a Single Peak 
Prior to curve fitting the data, a simple baseline subtraction is performed. Regression analysis is 
done on several data points not contained within the transformation peak. The function that best 
fits these data points is subtracted from the data, as shown in Figure 4.7. The baseline subtraction 





Figure 4.7. Depiction of a NiTi DSC transformation peak before and after a baseline 
subtraction is performed. 
Due to the variability of peak shapes, an adaptive function was necessary. The function developed 










𝑚 (Equation 4.1) 
where k is a scaling factor, p is the peak temperature, and 𝜍 is the peak width at 1/3 the peak height. 
The exponent n controls the curvature of the function and the base of the peak and the exponent m 
controls the curvature at the crest of the peak. At this time, the equation is purely a mathematical 
expression that best represents the transformation curve and currently does not have any physical 
relationship to the actual phase transformation kinetics. A program was created in MatlabTM to 
solve for n and m. Due to the skewness of the transformation peak, the function is split into two 
piecewise functions, one for the onset (Equation 4.2) and one for the endset (Equation 4.3) of the 
transformation: 






























Each equation is solved independently to best fit the skewness of the transformation peak. This 
function allows for curve fitting of any peak shape, regardless of the height to width ratio or the 
asymmetry of the peak.  
Figure 4.8 shows how well the function fits the individual peaks of two different NiTi samples. 
Also, a comparison with a standard Fraser-Suzuki asymmetric Gaussian model and a Cauchy 
model are shown. The DSC peak of the AW sample has a skewed distribution, with the onset being 
more gradual and the endset being more abrupt. This is borne out in the parameters used to model 
the peak. The σ value for the onset is larger than for the endset, indicating a skewed distribution. 
Additionally, the n and m values for the onset are smaller than the endset values, indicating a 
steeper curve for the endset. The residual error for this new method is significantly lower than the 
two standard methods examined. The Fraser-Suzuki method can account for the skewness 
relatively well, but it cannot not account for the base of the AW peak being relatively wide. The 
Cauchy method does well matching the top to bottom distribution but is unable to account for the 
large asymmetry present in the AW peak. 
The asymmetry of the PW1 sample is less apparent. Both the onset and endset have comparable σ 
values because the peak is more evenly distributed; however, the n and m values of the onset are 
larger than then endset because the endset has a more gradual transition. The peak for PW1 is 
broader than the peak for AW, which is reflected by much larger σ values for PW1 than AW. The 
Fraser-Suzuki method does appear to match the PW1 curve well; however, it still has a larger 
residual error than the newly proposed method. Overall, the new method does a much better job at 
curve fitting the data, as the standard methods do not have enough parameters to account for the 
non-uniformity of the NiTi transformation peaks. All of the relevant parameters for the new model 
are shown in Table 4.1. 





















AW 4.457 2.1 1.4 3.093 3.3 2.4 8.9 18.2 12.7 8.9 18.3 13.1 




Figure 4.8. Depiction of curves fitting the DSC data for AW and PW1 samples using a-b) 




Furthermore, calculating the As and Af temperatures becomes a simple matter. These characteristic 
temperatures are determined by the intersection of the peak baseline and a tangent line running 
through the inflection point [58]. This inflection point is where the second derivative of the 
equation is equal to zero. The As and Af temperatures for the single peaks were determined in this 
manner and compared with analysis performed using Trios software v3.2 (see Table 4.1), which 
is available from TA Instruments. The two methods showed comparable characteristic 
temperatures for both samples. These results validate this method as a means for fitting the DSC 
phase transformation peak and properly characterizing any NiTi sample with a single-phase 
transition. 
4.3.2 Overlapping NiTi Transformation Peaks 
4.3.2.1 Multiple Phase Transformations 
Many NiTi SMAs have an intermediary R-phase transformation that reduces the amount of kinetic 
energy required to transition from martensite to austenite [212, 213]. Oftentimes, the DSC phase 
transformations peaks overlap, obscuring the endset of the first peak with the onset of the second 
peak. Occasionally, the peaks are so close together it is difficult to even determine what the R-
phase peak (Rp) temperature is. Additionally, some NiTi alloys experience multi-stage martensite 
to austenite transformation due to precipitate formations. In these cases, the bulk material 
transforms first, while the material immediately surrounding the precipitates transforms later due 
to internal stresses or compositional gradients that arise near the precipitate formations [214-216]. 
This may also result in overlapping transformation peaks that create difficulty in properly 
characterizing the material. 
The first step in deconvoluting the peaks is to estimate the shape of the taller of the two peaks. The 
initial value for 𝜎1 must be estimated, since it cannot be determined accurately from the data. The 
values for n1 and m1 are initially set to 1. Once the shape of the taller peak has been estimated, it 
is subtracted from the data, as shown in Figure 4.9. After this subtraction, one major peak remains 
in the data, representing the other phase transition. This peak is approximated as best as possible 
by the method previously described for single peaks. This peak is then subtracted from the original 
data set to better determine the shape of the first peak. This process is iterated several times to 




Figure 4.9. Depiction of first iteration of curve fitting the taller peak and subtracting it 
from the data. 
Figure 4.10 shows how well this process fits two overlapping NiTi DSC transformation peaks. 
Comparison of the characteristic transformation temperatures before and after deconvolution is 
presented in Table 4.2 and Table 4.3. All of the characteristic temperatures determined by the 
deconvolution method are in good agreement with the temperatures that were ascertained from the 
raw data (within 1.5 ˚C). The only exception is the R-phase start (Rs) for the BMS sample, which 
was off by almost 5 ˚C. This discrepancy is most likely due to the inaccuracy of determining the 
inflection point of this shoulder peak, which is overlapped such that it is difficult for the untrained 
eye to even detect its presence; it appears slightly more prominently in Figure 4.11. It should be 
noted that the Rp and R-phase finish (Rf) temperatures cannot be determined without performing 
a deconvolution of the peaks, which is the added benefit of performing this analysis.  














Peak 1 Area 
J/g 




TPW 27.7 - - 49.3 58.2 62.0 - - 14.7 
SBM -21.4 - - -2.4 6.3 14.1 - - 13.3 
 














Peak 1 Area 
J/g 




TPW 26.3 44.5 54.0 48.6 58.2 62.4 8.3 5.8 14.1 





Figure 4.10. Depiction of curve fitting the DSC data for the TPW and BMS samples. 
 
The DSC analysis can become even more complicated when the material has been partially treated 
with a laser. Figure 4.11a shows a cross-section of a NiTi sheet that has been partly re-melted by 
a laser pulse. The re-melted region experienced Ni depletion during laser processing, which 
changed the local composition and thus the phase transformation temperature in the region [22]. 
If the base material undergoes an intermediate R-phase transformation and the laser treated region 
has a slightly shifted transformation temperature, then it is possible to have three overlapping 
transformation peaks, as shown in Figure 4.11b. 
 
Figure 4.11. a) Cross section showing the partially laser processed PS sample, and b) DSC 
heating curve of the PS material showing the overlapping phase transformations. 
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Deconvolution of three overlapping peaks proceeds in a similar manner as for two overlapping 
peaks. The shape of the tallest peak is estimated then subtracted, followed by the second tallest, 
then the shortest. Figure 4.12 demonstrates the ability of this method to deconvolute three 
overlapping NiTi DSC transformation peaks. By this method, it would be possible to deconvolute 
any number of peaks for a complex nonhomogeneous NiTi SMA. 
 
Figure 4.12. Depiction of curve fitting the DSC data for the PS sample with three 
overlapping peaks. 
4.3.2.2 Single Phase Transformations with Mixed Compositions 
When laser welding to join NiTi or laser treating to modify the composition, it is possible to get 
compositional segregation during solidification [22, 207], as shown in Figure 4.13. It is known 
that both phase transformations are martensite to austenite due to the hysteresis between the 
heating and cooling peaks. The first transformation has a hysteresis of 36 ˚C and the second 
transformation has a hysteresis of approximately 37 ˚C. These are typical for a martensite to 
austenite transformation [60]; however, the R-phase to austenite transformation has a much smaller 
hysteresis, typically only a few degrees [44, 43]. Therefore, the material must be experiencing two 





Figure 4.13. DSC heating/cooling curves of the PW2 showing the overlapping 
transformation peaks of two segregated compositions. 
Even though the DSC peaks are overlapping, they can be deconvoluted by the method described 
previously. In addition to determining the transformation properties of each composition, the areas 
under the individual curves can be used to approximate the volume fraction of each composition 
and determine the overall bulk composition, as shown in Figure 4.14. Since both compositions 
have similar transformation pathways (i.e. martensite directly to austenite with no intermediate 
phases), the ratio of the amount of energy required for each phase transformation should be 
approximately proportional to the ratio of the volume of each composition. In this case, the first 
transformation volume is 55.8 % of the total volume and the second transformation volume is 44.5 
% of the total volume. 
 




Figure 4.15. DSC heating curves for PW3, PW4 and mixed samples. 
In order to verify this method, two materials (PW3 and PW4) with known compositions and only 
a single transformation peak each were placed together in known quantities and analyzed by DSC 
in three different ratios, as shown in Figure 4.15. The individual peaks for PW3 and PW4 were 
found to have areas of 19.1 J/g and 19.5 J/g, respectively. Since both materials have similar 
thermomechanical histories and transformation kinetics, the ratio of the areas of the deconvoluted 
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peaks can be analyzed and compared to the actual ratio of volumes for each material present. In 
all cases, the calculated volume percentage was in close agreement with the actual volume 
percentage (see Table 4.4). Additionally, the transformation temperatures of Mix, Mix 2 and Mix 
3, which were determined through the new deconvolution method, are in good agreement with the 
transformation temperatures of PW3 and PW4, which were determined using the Trios software. 
This indicates that this method is a reasonable approximation for determining the relative volumes 
present for a sample with mixed compositions when both compositions have a similar 
microstructure and phase transformation pathway. 
Table 4.4. List of physical volume percentages, calculated volume percentages and 
transformation peaks. 
 Actual Volume (%) Calculated Volume (%) 1st peak (˚C) 2nd peak (˚C) 
PW3 100 0 100 0 20.9 N/A 
Mix 1 65.8 34.2 67.8 32.2 21.7 33.7 
Mix 2 51.9 48.1 53.0 47.0 20.6 33.8 
Mix 3 36.9 63.1 35.1 64.9 19.8 32.7 
PW4 0 100 0 100 N/A 32.7 
 
4.4 Changes in Ni Concentration 
Since the heating DSC curves showed more separation between overlapping peaks when 
composition segregation occurred, they allowed for easier and more accurate deconvolution of 
peaks. Therefore, the austenite peak temperature (Ap) was used to determine the change in Ni 
concentration after laser processing. Figure 4.16 shows the relationship between Ap and pulse peak 
power after deconvoluting the peaks. After deconvoluting the peaks, it can be seen that for each 
pulse duration, the transformation temperature trends higher as peak power increases. 
To determine the Ni composition, a relationship between the Ap and Ni atomic concentration must 
be established. Khalil-Allafi et al. [215] have already established a relationship between Ni 
concentration and the martensite peak temperature (Mp): 
𝑀𝑝(𝑐𝑁𝑖) = (2027077588.5 − 205968221.1 × 𝑐𝑁𝑖 + 8370845.646 × 𝑐𝑁𝑖
2
− 170093.5974 × 𝑐𝑁𝑖
3 + 1728.050544 × 𝑐𝑁𝑖
4





where 𝑐𝑁𝑖 is the atomic concentration of Ni in a binary NiTi alloy. Furthermore, Frenzel et al. 
[211] have established a piecewise relationship between Ni concentration and the hysteresis 
between the Mp and Ap: 
{
𝑖𝑓 𝑐𝑁𝑖 > 49.8 𝑎𝑡.%,          ∆𝑇 = (−17.5 × 𝑐𝑁𝑖 + 920.5)𝐾
𝑖𝑓 𝑐𝑁𝑖 ≤ 49.8 𝑎𝑡.%,                                              ∆𝑇 = 49𝐾
 (Equation 4.5) 
Thus, it is possible to determine what the Ap temperature should be for any given Ni concentration 
by replacing ∆𝑇 with (Ap – Mp) and substituting in Equation 4.4 for Mp. A list of Ap values for 
several Ni concentrations can be found in Appendix I: Tabulated Transformations Peaks Relative 
to Ni Concentration.  
 
Figure 4.16 Average austenite transformation temperature after deconvolution of 
overlapping peaks versus laser pulse peak power for various pulse durations. 
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This relationship was found to be in good agreement with previous experimental results. Pequegnat 
[59] used micro-PIXE analysis to determine the Ni concentration of a NiTi sheet after laser 
processing with an error of ±0.21 at.%. It was shown that for a sample with an Ap of ~34.9 ˚C the 
Ni concentration was 50.46 ±0.15 at.% and for a sample with an Ap of ~65.2 ˚C the Ni 
concentration was 50.16 ±0.15 at.%. Using the relationship above it was determined that a material 
with an Ap of 34.9 ˚C would have a Ni concentration of ~50.57 at.%, which is within the standard 
deviation of the micro-PIXE results. Additionally, the above relationship can be used to find that 
for a material with an Ap of 65.2 ˚C has a Ni concentration of ~50.20 at.%. These results validate 
this relationship for determining Ni concentrations via the DSC transformation peaks.  
 
Figure 4.17 Bulk Ni concentration versus laser pulse peak power for various pulse 
durations. 
Figure 4.17  shows Ni concentrations relative to peak power for various pulse durations. Pulse 
durations from 20 ms to 30 ms were examined since they showed the widest range of usability 
based on the range of transformation temperatures achievable while maintaining wire integrity (see 
Figure 4.3). When too much Ni is removed, the material becomes saturated with Ti and Ti2Ni 
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precipitates form as the composition is moving outside the range where the equiatomic NiTi 
intermetallic is stable [211] (see Section 2.1.1 Physical Metallurgy). It is important to note that the 
composition in the Ti Saturation region (see Figure 4.17) may not properly represent the amount 
of Ni lost due to the likely formation of these Ti-rich precipitates during solidification; however, 
these compositions would be undesirable to manufacture by the method of laser processing, since 
Ti2Ni precipitates are brittle [32]. 
4.5 Modelling the Change in Ni Composition 
Looking closely at Figure 4.17 reveals there are two different vaporization mechanisms at play. At 
lower pulse powers (< 0.72 kW), the change in Ni concentration appears to be independent of the 
pulse duration. This most likely indicates conduction mode vaporization, where the alloy elements 
vaporize from the melt pool surface. Once the atmosphere immediately surrounding the melt pool 
surface becomes saturated with alloy element ions, the vaporization reaches a steady state, thus 
longer pulses have no effect on further changing the relative composition. At higher powers (> 
0.72 kW), the change in pulse duration has a significant effect on the resultant Ni concentration. 
This most likely indicates that keyhole vaporization is occurring. As the pulse duration becomes 
longer, the heat builds up and the keyhole continues to grow [217]. The more the keyhole grows, 
the more alloy elements are removed.  
This transition from conduction mode to keyhole mode can be observed through examination of 
the melt pool geometry, as shown in Figure 4.18. It can be seen that at 0.60 kW, the melt pool has 
a wide “bowl” shape (see Figure 4.18a). Meanwhile, at 0.76 kW the melt pool volume is smaller 
and has a more triangular shape that is typical of transition keyhole melt pool formations. There is 
a wide “bowl” shape at the top, since the pulse starts in conduction mode, and a narrower “vase” 
shape at the bottom, which is formed once the keyhole is generated (see Figure 4.18b). These 
results are in line with previous studies using similar pulse powers and energy densities [217]. It 
should be noted that this change in melt pool shape occurs due to the change in the flow pattern of 
the liquid within the melt pool. This change may be brought about by a change in the surface 
tension that may not necessarily result in the formation of a keyhole; however, there is currently 




Figure 4.18 Melt pool cross sections for a) 0.60 kW and b) 0.76 kW. 
Focusing in on just the conduction mode vaporization reveals even more insights. As the peak 
power increases, the amount of Ni lost increases. This suggests that the vaporization rate of Ni 
increases relative to that of Ti as temperature increases, which would seem to be in agreement with 
how the equilibrium vapor pressure of Ni increases relative to Ti, as shown in Figure 2.19. 
However, plotting the partial pressures on a log scale reveals something different. There is little 
change between the magnitudes of the Ni partial pressure and the Ti partial pressure as temperature 
increases, as shown in Figure 4.19a. Furthermore, plotting the theoretical flux ratio JTi/JNi shows a 
slight increase with temperature (see Figure 4.19b), which would result in a decrease in Ni loss 
relative to Ti as the temperature increases. Though this decrease would be slight, it is contrary to 
the experimental results, which show an increase in the Ni vaporization rate even before the onset 
of keyhole vaporization. 
 
Figure 4.19 a) Partial pressures of Ni and Ti plot on a log scale and b) relative rates of 
vaporization for Ti/Ni. 
The ratio of fluxes was calculated using Equations 2.11 to 2.13, where the diffusivities of the 














where 𝑀𝑖 is the molecular weight of element i, 𝑀𝐴𝑟 is the molecular weight of argon, T is the 
absolute temperature, Ω𝐷,𝑖 is a collision integral (values were obtained from J.O. Hirschfielder et 
al. [218]) that is a function of the dimensionless parameter 𝑘𝐵𝑇 𝜖𝑖,𝐴𝑟⁄ . The values for 𝜖𝑖,𝐴𝑟, 𝜎𝑖,𝐴𝑟 
and 𝑇∗ are determined by Equations 4.7, 4.8 and 4.9, respectively [134, 135]. 








 (Equation 4.9) 
where 𝜖𝑖,𝐴𝑟 is the effective intermolecular force parameter, 𝜖𝑖 is the intermolecular force parameter 
of alloy element i, 𝜖𝑖,𝐴𝑟 is the intermolecular force parameter of argon, 𝜎𝑖,𝐴𝑟 is the effective 
collision diameter, 𝜎𝑖 is the collision diameter of alloy element i, 𝜎𝐴𝑟 is the collision diameter of 
argon and 𝑘𝐵 is the Boltzmann constant. The values of each parameter for Ni, Ti and Ar are 
presented in Table 4.5. 
Table 4.5. Data used to for calculating gas diffusivity [134, 135]. 
Parameter Ni Ti Ar 
M 58.693 47.867 39.948 
σ 2.38 2.76 3.418 
ϵ/kB 3641.5 3894.83 124.0 
 
To attempt a determination of the total amount of material vaporized, samples were weighed before 
and after laser processing to assess how much material was lost due to vaporization, as was done 
in previous studies [127]. Sample weights per unit length are shown in Figure 4.20, while the 
weight change per unit length is tabulated in Table 4.6. It was found that for laser pulse powers 
less than 0.8 kW there was a slight increase in sample weight after laser processing. This is most 
likely due to oxygen entrapment during laser-processing [207] and/or immediately after laser 
processing due to re-passivation of the surface oxide [219]. Typically, titanium oxide formation is 
preferred over nickel oxide [220]; however, it has been shown that after laser processing, nickel 
oxides are also present [221]. In addition to forming surface oxides, the oxygen may also get mixed 
into the bulk material and form oxide inclusions [207]. For Ni-rich alloys, Ti4Ni2O is the most 
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commonly formed inclusion, while Ti2Ni(O) is frequently found in Ti-rich compositions [222]. 
The sudden increase in weight loss that occurs above 0.8 kW most likely corresponds with the 
formation of keyholes, as this phenomenon results in significant material loss. 
 
Figure 4.20 Sample weight per unit length for 30 ms pulse durations. Each sample 
condition was tested five times. 
Table 4.6. Weight change per unit length after laser processing (30 ms pulse durations). 




















An alternative method to determine weight loss (or total vaporization rate) through the collection 
of element vapor would be difficult to implement. NiTi requires argon shielding to prevent 
excessive oxidation and any collection device would have to be sufficiently far enough from the 
surface so as not to prevent proper shielding, which would reduce the effectiveness of the 
collection method. Additionally, since the entire cross section of the wire melts during laser 
processing, it is very possible the alloys elements vaporize from the entire melt pool surface around 
the entire circumference of the wire. Since the temperature of the melt pool surface will be cooler 
on the underside of the wire, the vaporization rates in that area would be different than those on 
top of the wire. So, without collecting all of the vapor that is produced, the vaporization rates may 
be misrepresented. The trouble with collecting the vapor during processing becomes doubly 
fruitless due to the inevitable presence of oxide inclusions, surface oxide formations and 
precipitate formations. The relative rates of vaporization would not completely account for the 
change in the bulk composition. For these reasons, a model was developed to predict the change 
in composition, not the relative vaporization rate, since a model relating laser parameters to the 
final bulk composition is what is truly needed.   
4.5.1 Conduction Mode Vaporization 
In conduction mode, vaporization occurs entirely at the melt pool surface, therefore it is necessary 
to understand what is happening at the surface. It was already shown that the change in Ni 
concentration is independent of pulse duration due to saturation of the surrounding atmosphere. 
This suggests that transport away from the surface is not the limiting factor for relative rates of 
vaporization. Additionally, it has been shown that after laser processing, NiTi has a homogeneous 
composition [59]. This suggests that bulk mixing is also not the limiting factor in determining the 
relative rates of vaporization, since no composition gradient is formed.  
NiTi is self-passivating and Ti2O is the preferred oxide, which means that the surface oxide layer 
is usually nickel depleted [220]. The Ti:Ni ratio can range from 6:1 to 10:1 for acid etched surfaces 
(surface condition before laser processing) [221]. Acid etching is a common practice to remove 
the thick oxide layer that forms during the manufacturing process, and it was the surface condition 
prior to laser processing in this study. Since the flux of Ni is ten times higher than that of Ti and 
the surface concentration of Ni may be ten times lower than Ti, any Ni on the surface will most 
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certainly vaporize and further vaporization can only occur if more Ni can reach the surface. While 
previous studies have shown that bulk mixing is sufficient to prevent any compositional gradient 
across the melt pool, characterizations of the surface of NiTi after laser processing have shown 
that the Ti-rich surface skin is preserved during laser processing and even expanded slightly [221]. 
The presence of Ti oxides on the surface may result in the formation of micro-eddies and surface 
turbulence [125], which may prevent complete mixing with the bulk (see Section 2.3.5 Laser 
Induced Vaporization), as shown in Figure 4.21. Thus, the observed rise in the relative rate of Ni 
vaporization as the temperature increases may be ascribed to the increase in the diffusivity rate of 
Ni through the Ti-rich surface layer.  
 
Figure 4.21 Schematic showing bulk mixing of a conduction mode melt pool with surface 
micro-eddies. Nickel must diffuse through the surface layer before it can vaporize. Not 
drawn to scale. 
A look at the diffusion properties of Ni and Ti reveals that the self-diffusion of both metals has an 






 (Equation 4.10) 
where D is the diffusion coefficient, D0 is a pre-factor, EA is an activation energy, kB is the 
Boltzmann constant and T is the temperature. A first approximation for diffusion of a solute A into 
a solvent B assumes that the size of flow is proportional to the Goldschmidt atomic diameter of 
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 (Equation 4.12) 
where 𝑑𝑇𝑖 and 𝑑𝑁𝑖 are the Goldschmidt atomic diameters of Ti and Ni, 𝐷𝑇𝑖 is the self-diffusion 
pre-factor for Ti, EA is an activation energy for self-diffusion of Ti, and kB is the Boltzmann 
constant. The specimen temperature was not measured directly in this study, but it is dependent on 
the power of the laser pulse. Therefore, a conversion from laser pulse power to temperature was 
introduced:  
𝑇 = 𝜒𝑝𝐿 (Equation 4.13) 
where 𝜒 is the conversion factor that translates laser power into temperature and pL is the power 
of the laser pulse. The value for 𝜒 was chosen by assuming the melt pool reached the boiling point 
for NiTi (~3277 K) at 0.76 kW (i.e. the first laser power to experience a jump in the amount of Ni 
lost).  
Additionally, the Ti-rich surface layer is not static. Turbulence and mixing are occurring. Thus, a 









 (Equation 4.14) 
Finally, the resultant concentration of Ni is dependent on the initial concentration, the area through 
which the Ni diffuses, and the time it takes to reach a steady state condition. Since these are all 









 (Equation 4.15) 
where ∆𝐶𝑁𝑖 is the change in Ni concentration. The Goldschmidt atomic diameters were found in 
Smithells’ Metals Reference Book [40], the diffusion properties of Ti were determined from 
previous research [41], and the scaling/conversion factors were determined experimentally. All of 
the values used are shown in Table 4.7.  
Table 4.7. Coefficients used to model the change in Ni concentration through surface 
evaporation. 
𝜿 (at. % s/m2) dTi dNi D0 (m2/s) Ξ EA (eV) kB (eV/K) χ (K/kW) 




Figure 4.22 shows this new relationship compared with the changes in Ni concentration for laser 
powers from 0.52 kW to 0.9 kW. There is a good correlation between the experimental results and 
the proposed model up to 0.76 kW. Above 0.76 kW the experimental data begins to scatter, because 
this is when keyhole formation is first observed. At first glance, one might think this should only 
lead to an increase above the diffusion-only model for the change in the Ni concentration. 
However, the onset of keyhole formation coincides with the material reaching its boiling point. 
This means that temperature of the liquid is no longer increasing because it is beginning to boil. 
Therefore, there would be no change to the diffusivity or resulting vaporization rates since the 
liquid temperature would not be increasing. This would result in a maximum amount of Ni loss 
achievable through surface vaporization with some Ni vaporization occurring due to the keyhole 
formation, as shown in Figure 4.22. 
 
Figure 4.22 Comparison between experimental data and diffusion-based models for change 
in Ni concentration. 
4.5.2 Keyhole Mode Vaporization 
During keyhole vaporization, the formation of the actual keyhole most likely does not contribute 
to any significant change in composition. Rather it allows the bulk Ni to circumvent the Ti-rich 
surface layer and vaporize directly. To analyze the effects of the keyhole formation, the change in 
Ni concentration due to surface vaporization is subtracted from the total change in Ni concentration 
for all powers greater than 0.76 kW. This was done because the surface vaporization will occur 
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and finish before the keyhole even forms due to the long duration of the laser pulse profiles. In 
keyhole mode, both the pulse power and duration do have an effect on how large the keyhole 
becomes [126]. Therefore, a first approximation was chosen such that: 
∆𝐶𝑁𝑖 = 𝐶𝑝𝐷
𝑎𝑝𝑝
𝑏 (Equation 4.16) 
where C, a and b are constants, 𝑝𝐷 is the duration of the laser pulse and 𝑝𝑝 is the change in power 
of the laser pulse. The change in pulse power is relative to the power where no keyhole 
vaporization occurred. A large shift in Ni concentration was observed at 0.76 kW after 30 ms, see 
Figure 4.22. Thus, it was assumed that at 0.72 kW there may have either been small 
unobservable/unstable keyhole formations or there were disturbances in the surface oxide (due 
changes in surface tension) that exposed the bulk material to direct vaporization, so a peak power 
of 0.68 kW was set as the reference power where no keyhole vaporization occurs. The values for 
C, a and b where determined by reducing the error of the function. The standard error of estimation 




 (Equation 4.17) 
where 𝜎𝑒𝑠𝑡 is the standard error of the estimation, Y is the true experimental value, Y’ is the value 
estimated by the equation and N is the number of data points.  
It was determined from the experimental results that the pulse duration had a larger influence on 
the change in Ni concentration than the peak power. The values determined for the three constants 
are given in Table 4.8, and Figure 4.23 shows a plot of the model compared with data for each 
pulse duration. A good correlation between the model and the data was found, with an overall 
standard error of 0.098. It is important to note that this relationship is not applicable below 0.72 
kW because keyhole vaporization is not occurring. Also, it does not hold up when the material 
becomes Ti-saturated.  
Table 4.8. Coefficients used to model the change in Ni concentration by keyhole formation. 
C (at. %) a b 





Figure 4.23 Comparison between experimental data and keyhole-size models for change in 
Ni concentration. 
4.5.3 Verification of Model 
The full comprehensive model for change in Ni composition is piecewise and dependent on which 
vaporization mechanisms present and how they are changing:  
{
𝑖𝑓 𝑝𝐿 < 0.68 𝑘𝑊,                                                             ∆𝐶𝑁𝑖 = (1,352.4)𝑒
(−6.6 𝑝𝐿⁄ )
𝑖𝑓 0.68 ≤ 𝑝𝐿 ≤ 0.76 𝑘𝑊, ∆𝐶𝑁𝑖 = (1,352.4)𝑒
(−6.6 𝑝𝐿⁄ ) + (1.45 × 10−3)𝑝𝐷
3(𝑝𝐿 − 0.68)
2.5




 (Equation 4.18) 
For powers peak powers less than 0.68 kW the composition change is dependent only on diffusion 
of Ni to the surface. For powers that are between 0.68 kW and 0.76 kW, inclusive, the change in 
composition is determined by the diffusion of Ni to the surface and the growth of the keyhole. 
Above 0.76 kW, the change in composition is primarily determined by the size of the keyhole with 
a constant contribution from surface vaporization. The overlap of increasing diffusion rate and the 
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growth of the keyhole present in the second part of the model may be explained by the fact that 
the pool melt can exceed the boiling point of the alloy. Zhao and DebRoy found that the melt pool 
temperature can surpass the boiling temperature of the molten metal resulting in a positive pressure 
and keyhole initiation [227]. Therefore, small keyhole formations may be present before the 
surface diffusion reaches its maximum diffusion rate. 
 
Figure 4.24 Comparison between experimental data for 30 ms pulse durations and the 
surface vaporization model. 
To verify the surface vaporization mechanism (< 0.68 kW), a lower laser power was tested. A peak 
power of 0.48 kW was used to determine how accurate the surface vaporization model is. This 
power was chosen because it was previously untested, and it is the minimum power capable of 
fully melting the wire specimen size chosen for this study. It was important to avoid testing partial 
penetration profiles at this time, since any change of less than 1 ˚C in the transformation 
temperature would be undetectable by DSC if any base material was retained. After laser 
processing with a pulse profile of 0.48 kW and 30 ms, hardly any change in the Ni concentration 
was detected. A change of only 0.6×10-3 at. % was observed, which is in good agreement with the 
surface vaporization model, as shown in Figure 4.24. Using this pulse profile will have a negligible 
effect on the bulk composition and transformation properties. 
To verify the keyhole growth portion of the model (> 0.76 kW), shorter pulses with higher peak 
powers were examined (see Figure 4.16). Only compositions below Ti-saturation could be tested 
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since the model is not valid in the Ti-saturation range. Only two data points fit this criteria for the 
15 ms pulse durations; however, these two data points do show good correlation with the proposed 
model. There is also a reasonable correlation for the profiles using 10, 8, 7, 6, 5 and 4 ms pulse 
durations, see Figure 4.25. Predictions for 12.5 and 9 ms pulse durations are also shown, though 
there is no corresponding experimental data for these pulse profiles.  
 
Figure 4.25 Comparison between experimental data and keyhole growth models for high 
power short duration laser pulse profiles. 
The experimental results for 3 ms pulse durations are significantly lower than the values predicted 
by the model. This could be due to insufficient time for Ni to diffuse to the surface. For long pulse 
durations, surface vaporization reaches a steady-state before the pulse ends and appears to be 
independent of pulse duration. However, 3 ms may not be enough time for the surface vaporization 
to reach steady-state. It has been shown that the vaporization rates change significantly over the 
first three milliseconds of a laser pulse as the melt pool gets hotter [129]. Since the vaporization 
mechanism and the diffusion rate of Ni to the surface are determined by temperature, insufficient 
time to reach a thermal steady-state on the surface could result in a higher ratio of Ti vaporizing 
during the laser pulse. This may account for the over estimation of the change in Ni composition 
for the 3 ms pulse profiles. Further work will need to be done to determine how much time is 
needed for Ni diffusion and surface vaporization to reach a steady-state. 
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Additionally, this overestimation may be due to extreme instability of the keyhole during laser 
processing. The keyhole has been found to be unstable even in stationary conditions (such as 
pulsed laser processing) due to an oscillating motion along the keyhole wall that creates a 
protrusion, which causes the keyhole to collapse in on itself [217]. If the keyhole collapses 
prematurely (before the laser pulse terminates), then less material will be vaporized during that 
pulse as keyhole growth will be impeded. Further work will need to assess the effect of keyhole 
stability on compositional changes. 
It was already mentioned earlier that the data seems to show more scatter when keyhole 
vaporization has been induced compared to conduction mode vaporization (see Section 4.5.1 
Conduction Mode Vaporization). This is probably due in part to keyhole instability generating 
more variance from pulse to pulse and sample to sample. Therefore, for manufacturing processes 
involving full penetration of laser processed of NiTi wires, conduction mode vaporization seems 
to be a better option, as it has been shown to be more predictable and more tuneable (smaller 
increments of change). Increasing the pulse overlap or the number of pulses per spot can be used 
to expand the range of compositional change without using keyhole vaporization. Additionally, 
lower pulse powers are effective at reducing the amount of Ni loss during laser processing. This 
would be beneficial for laser joining methods to mitigate the effect of embrittlement due to the 
formation of Ti-rich precipitates. 
4.6 Chapter Summary 
In this chapter, a systematic investigation into the effect of laser pulse duration and peak power on 
the compositional change of a binary NiTi alloy was undertaken. A good correlation between laser 
parameters and transformation temperature was observed. However, when the composition moved 
to the Ti-rich side of the NiTi intermetallic congruency point, compositional segregation 
obfuscated the total amount of Ni removed.  
A function capable of fitting the DSC transformation curve of any shape for NiTi alloys was 
developed. A method was successfully demonstrated to be able to deconvolute overlapping DSC 
peaks for NiTi alloys that exhibit complex phase transformation pathways. A good correlation 
between the newly proposed methodology and the currently used analysis techniques was 
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established. This sets the groundwork for enhanced material characterization of complex and non-
homogeneous multi-phase NiTi SMAs that implement gradient compositions or microstructures. 
Deconvolution of the overlapping DSC peaks allowed for the Ni concentration to be determined 
through previously established relationships. This in turn allowed for a better understanding of 
how the bulk composition changes with respect to laser pulse parameters. It was found that there 
are two different mechanisms for vaporization: surface vaporization and keyhole growth. A 
comprehensive model was developed to predict the change in Ni composition due to laser pulse 
parameters. A good correlation was found between experimental data and the proposed model for 
peak powers ranging from 0.48 kW to 2.75 kW and for pulse durations ranging from 30 ms to 4 
ms. It was also observed that conduction mode vaporization appears to be a better choice for 




Chapter 5: One-Dimensional Model for Monolithic SMAs 
with Multiple Pseudoelastic Plateaus 
5.1 Thermodynamics of Pseudoelasticity in Multiple Memory 
Material 
For 1-dimensional modelling, the use of an expression with thermodynamic potential and yield 
functions for the forward and reverse phase transformations was employed. This type of model is 
capable of striking a balance between the overly complex micromechanics models and over-
simplified models, as it integrates some inherent material properties that can be predetermined 
from in-depth DSC analysis. The model initiated by Raniecki et al. [28] has been recalled. The 




(𝛆 − 𝛆𝐭𝛏) (Equation 5.1) 
Where E is the elastic modulus, ν is Poisson’s ratio, εt is the transformation strain and ξ is the 
volume fraction of the martensite phase. 
The value of ξ is determined iteratively by calculating the change in ξ at each time step as defined 
by Thiebaud et al [228]: 
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𝛟𝐢𝐭 = 𝐮𝟎 − 𝐓𝐬𝟎 (Equation 5.4) 
and u0 and s0 are the internal configurational energy and entropy and T is the temperature of the 










 (Equation 5.6) 
where πf is the thermodynamic driving force associated with progression of the phase 









 (Equation 5.7) 
and π0
f  is the thermodynamic driving force in the stress-free state: 
𝛑𝟎
𝐟 = 𝚫𝐮∗ − 𝐓𝚫𝐬∗ (Equation 5.8) 
where Δu* and Δs* are the differences between the internal energy and entropy of the austenite 
and martensite phases. 
These models make the assumption that the austenite and martensite phases have the same elastic 
modulus. For the multiple memory material, there are three distinct elastic responses and the 
assumption that all three have the same elastic modulus is not valid. To account for the different 










⁄  (Equation 5.9) 
where EM and EA are the elastic moduli for martensite and austenite, respectively. For this study, 
this equation has been modified to include an additional elastic response that occurs in between 












⁄  (Equation 5.10) 
where ξ1 is the volume fraction of martensite for the first material region, ξ2 is the volume fraction 
of martensite for the second material region, E1 is the effective elastic modulus of the first elastic 
response (where both sections are in austenite phase), E2 is the effective elastic modulus of the 
second elastic response (where one section is still in the austenite phase while the other has 
transformed into martensite), and E3 is the effective elastic modulus of the third elastic response 
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⁄  (Equation 5.13) 
where EA1 and EM1 are the elastic moduli for the austenite and martensite phases of the first material 
region, EA2 and EM2 are the elastic moduli for the austenite and martensite phases of the second 
material region, and ℓ1 is the length fraction of the first material region (ℓ1 ≠ 0). If EA1 is 
equivalent to EA2, then E1 reduces to be EA by: 
𝐈𝐟 𝐄𝐀𝟏 = 𝐄𝐀𝟐 = 𝐄𝐀



















⁄ = 𝐄𝐀 (Equation 5.14) 
The same is true for E3 reducing to EM if EM1 and EM2 are equivalent. Additionally, if there is only 
one distinct material region not two, then ℓ1 would be 1 thus E1 reduces to be EA and E2 reduces 
to be EM, and ξ2 would always be zero. Therefore, with only one uniform region, Equation 5.10 is 
equivalent to Equation 5.9. 
With the new modifications to the elastic modulus, the use of transformation strain εt is no longer 








 (Equation 5.15) 
where σAM is the plateau stress for the austenite to martensite transformation, and εo is shown in 
the schematic in Figure 5.1a. For use with multiple plateau stresses, a new equation was developed 



















 (Equation 5.17) 
where σAM1 and σAM2 are the plateau stresses for the austenite to martensite transformations of 
the first and second material regions, respectively, and εt1 and εt2  are the transformation strains 
for the first and second material regions, respectively. The transformation strain, εt1, is defined to 
be: 
𝛆𝐭𝟏 = 𝓵𝟏𝛆𝐭 (Equation 5.18) 
where ℓ1 is the length fraction of the first region and εt is the transformation strain of that individual 
material from Equation 5.1. The same relationship is also valid for the second material region. In 
this way, any length ratio between the first and second material regions can be predicted. 
Additionally, if there is only one material region and ℓ1 is 1, then Equation 5.16 is equivalent to 
Equation 5.15. These modifications result in the following new stress/strain relationship for a 




(𝛆 − 𝛆𝐨𝟏(𝛏𝟏 − 𝛏𝟐) − 𝛆𝐨𝟐𝛏𝟐) (Equation 5.19) 
where E is calculated using Equation 5.10 and ξ1 and ξ2 are both calculated using Equations 5.2 
and 5.3, εo1 and εo2 are calculated using Equations 5.16 and 5.17, and ε is the total strain. 
Since the same moduli are not used for the austenite and martensite phases, the reverse plateaus 
will have a shorter transformation strains than the forward plateaus (see Figure 5.1). This is already 


































where σMA1 and σMA2 are the plateau stresses for the martensite to austenite transformation of the 
first and second material regions, respectively, εt1f and εt2f are the forward transformation strains 
for the first and second material regions, respectively, and εt1r and εt2r are the reverse 





Figure 5.1: Schematics showing the elastic moduli and transformation strains for a) single 
plateau and b) double plateaus. 
This novel equation can be expanded to model any number of plateaus, as shown in Figure 5.2. 














⁄  (Equation 5.22) 
where j is the total number of pseudoelastic regions, 𝜉𝑛 is the martensite volume fraction for the 













⁄  (Equation 5.23) 
where ℓ𝑖 is the length fraction of the ith material region, EAi is the austenite elastic modulus for 
the ith material region and EMi is martensite elastic modulus for the ith material region. The first 
summation is never used for the last elastic region (i.e. when En = Ej+1 all elastic moduli are 
martensitic) and the second summation is never used in the first response (i.e. when En = E1 all 
elastic moduli are austenitic). It is important to note that if there are n pseudoelastic plateaus, there 







(𝜺 − 𝜺𝒐𝟏𝝃𝟏 +∑(𝝃𝒏(𝜺𝒐(𝒏−𝟏) − 𝜺𝒐𝒏))
𝒋
𝒏=𝟐
) (Equation 5.24) 
where E is calculated using Equation 5.22 and 𝑜𝑛 is the normalized transformation strain for the 
nth pseudoelastic region. 
 
Figure 5.2 Schematic showing the elastic moduli and transformation strains for a material 
containing j distinctly different material regions. 








(𝜺 − 𝜺𝒐𝟏𝑼(𝝃𝟏 − 𝝃𝟐) − 𝜺𝒐𝟐𝑼𝝃𝟐 − 𝜺𝒓) (Equation 5.26) 
where σL is the loading stress, σU is the unloading stress, εr is the residual strain, εo1L and εo2L are 
the normalized transformation strains for loading, and εo1U and εo2U are the normalized 
transformation strains for unloading, as shown in Figure 5.3 and defined as: 
𝜺𝒐𝟏𝑼 = 𝜺𝒐𝟏𝑳 − 𝜺𝒓 (Equation 5.27) 
𝜺𝒐𝟐𝑼 = 𝜺𝒐𝟐𝑳 − 𝜺𝒓 (Equation 5.28) 
It is important to note that this model does not predict how much residual strain there will be, 
rather it only accounts for residual strain occurring. The amount of residual strain is a material 
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property that must be entered manually before the simulation is performed. Also, since the residual 
strain is represented by a constant, this equation would only be valid for one cycle since residual 
strain can accumulate during additional cycles. However, it may be possible to replace the residual 
strain constant with a residual strain function for multiple cycles, but this has not been attempted 
yet. 
 
Figure 5.3: Schematic showing the elastic moduli and transformation strains for double 
plateaus with residual strain. 
5.2 Modelling Tensile Loading of Multiple Memory Material  
5.2.1 Material Characterization 
From the DSC results shown in Figure 5.4, it was observed that after laser processing the austenite 
transformation peak is shifted to a higher temperature. This shift in transformation temperature is 
due to Ni depletion, as was investigated in previous studies [22, 23] and in Chapter 4. The 
martensite transformation temperature of the TBM cannot be observed by DSC, which is a 
common occurrence after heat treatments at 400 °C [151]. Due to atomic rearrangement, the 
martensite transformation is suppressed and occurs over a very wide temperature range making it 
“invisible” to the DSC technique [151]. R-phase transformation occurs because the internal 
stresses are high due to formation of Ti3Ni4 precipitates (see Section 2.1.2 Reversible Phase 
Transformation) [42, 43]. While the austenite to R-phase transformation strain is very low (~1 %) 
[43, 48], the R-phase to martensite transformation is still capable of achieving large recoverable 
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transformation strain (~10 %) [43]. The deconvolution method described in Section 4.3 
Deconvolution of Overlapping Peaks was used to separate the overlapping R-phase peaks; all 
phase transformation temperatures are provided in Table 5.1. In binary NiTi alloys, it is typical to 
have a large hysteresis upon heating and cooling of the B2 austenite to B19’ martensite 
transformation; however, the austenite to R-phase transformation hysteresis is typically much 
smaller [42]. 
Table 5.1: Transformation temperatures from DSC analysis 
*TBM Ms determined from pseudoelastic plateaus 
 Heating Cooling 
Rs (°C) Rf (°C) As (°C) Af (°C) Rs (°C) Rf (°C) Ms (°C) Mf (°C) 
TBM -3.7 36.7 21.7 61.2 58.7 18.8 -31.7* UNDET 
TLP 1.3 53.1 31.8 62.9 59.0 46.3 -15.7 -65.8 
 
 
Figure 5.4: DSC results for laser processed NiTi wires and base material using a 5 °C 
heating/cooling rate. 
 
Since Ms temperature of the TBM could not be determined through DSC analysis, several tensile 
tests were performed to determine the pseudoelastic plateaus at varying temperatures, as shown in 
Figure 5.5. The relationship between change in pseudoelastic plateau and change in temperature 
was used to estimate the temperature at which the pseudoelastic plateau is zero (i.e. the Ms 
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temperature), since this relationship follows a Clausius-Clapeyron relation (see Equation 2.1). This 
analysis produced a stress rate of 7.35 MPa/°C and an approximate Ms temperature of -31.7 °C for 
the TBM. 
 
Figure 5.5: Tensile results for TBM at incremental temperatures above Af. 
Since the TLP material underwent the same thermomechanical treatment, this stress rate can be 






𝟗𝟎 − (−𝟏𝟓. 𝟕)
= 𝟕. 𝟑𝟓 → 𝝈 = 𝟕. 𝟑𝟓 × 𝟏𝟎𝟓. 𝟕 = 𝟕𝟔𝟗 𝑴𝑷𝒂 (Equation 5.29) 
Cyclic tensile tests were performed at 90 °C using the preliminary tensile test method (see Section 
3.6.1 Preliminary Tensile Test Method) to characterize the reverse pseudoelastic plateaus of both 
TLP and TBM above the Af temperature for both materials, as shown in Figure 5.6. This is due to 
the fact that the unloading plateau has a different pseudoelastic stress rate than the loading plateau 
[65].  It can be seen that the pseudoelastic plateaus of the TLP sample has been shifted to a lower 
stress due to Ni vaporization and there is a larger stress hysteresis for the TLP sample compared 
with the TBM sample. This increase in hysteresis may be due to insufficient grain refinement 
during the cold-working procedure, as it is known that larger grain sizes increase the stress 
hysteresis [189, 231]. Additionally, the transformation strain of the TLP sample is larger than the 





Figure 5.6: Cyclic tensile data for BM and LP samples at 90 °C. 
 
Table 5.2: Material properties necessary for modelling. 
 TBM TLP 
T 90 °C 90 °C 
ρ 6450 kg/m3 6450 kg/m3 
ν 0.3 0.3 
Ms -31.7 °C -15.7 °C 
As 21.7 °C 47.5 °C 
EA 42 GPa 39 GPa 
EM 16 GPa 17 GPa 
σAM 888 MPa 769 MPa 
σMA 580 MPa 398 MPa 
εt 0.0810 mm/mm 0.0850 mm/mm 
εo 0.0502 mm/mm 0.0621 mm/mm 




5.2.2 Model Implementation for Multiple Memory Material 
One-dimensional numerical modelling can be developed using available commercial software 
packages. This study used MatlabTM to implement the modelling of the stress/strain relationship. 
The newly modified model was compared with the old unmodified model put forth by Raniecki et 
al. (see Equation 5.1) and the experimental data for both the TBM and TLP samples, as shown in 
Figure 5.7. The use of an effective modulus and accounting for the residual strain enables the new 
model to better match experimental data when compared to the original model. 
 
Figure 5.7: Comparison of the newly proposed model to the original unmodified model and 
the experimental data for a) TBM and b) TLP. 
Since the new model provides better matching for the homogeneous materials, the same 
parameters were used to model a monolithic material containing two pseudoelastic plateaus 
(referred to as the MM model). The results of the simulated stress/strain curves are shown in Figure 
5.8. It can be verified that the model exhibits all the necessary responses: 1) elastic behavior of the 
austenite phase, 2) first forward transformation from austenite to martensite, 3) elastic behavior of 
the austenite/martensite mixed phases, 4) second forward transformation from austenite to 
martensite, 5) elastic behavior of the martensite phase, and 6) both reverse transformations. It can 
be seen that the two different sections of the MM model match closely to the original models of 




Figure 5.8: Simulated stress/strain curves for TBM, TLP and MM materials. 
In order to further validate the accuracy of the MM model, the simulated results are compared with 
experimental data, as shown in Figure 5.9. Three different sets of samples were tested. The first, 
shown in Figure 5.9a, was 33 % TLP and 67 % TBM. The second, shown in Figure 5.9b, was 50 
% TLP and 50 % TBM. The third, shown in Figure 5.9c, was 67% TLP and 33% TBM. The newly 
developed MM model matches closely with the experimental data for the MM samples. The 
greatest discrepancy is in the unloading elastic responses. This is due to the fact that these 
responses were assumed to be linear and with the same slope as the loading elastic responses, 
which is not accurate. This nonlinear elastic behavior observed in this region may be the result of 
inelastic deformation, such as twin boundary movement [232-234]. 
 
Figure 5.9: MM model compared with experimental data for a) 33% TLP and 67 % TBM, 
b) 50 % TLP and 50 % TBM, and c) 67 % TLP and 33 % TBM. 
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5.3 Improving Mechanical Characterization 
This investigation presents an experimental analysis of different global strain measurement 
techniques used on very thin pseudoelastic NiTi wires. Both crosshead motion and a standard 
contact extensometer are compared with an unconventional method of using a visual extensometer. 
The visual extensometer is a contactless measuring device so no slippage of the sample can occur 
relative to the instrument, resulting in more accurate measurements. 
Figure 5.10a shows tensile test results for the BM7 wire using all three measurement techniques. 
Quantified properties extrapolated from the data are presented in Table 5.3. The visual and contact 
extensometers both exhibited similar elastic moduli consistent with theoretical first principles 
calculations [146]. Both also experienced negligible amounts of residual strain (<0.05 % after one 
cycle). This validates the visual extensometer test method for NiTi wires. In contrast, the crosshead 
motion method experienced some residual strain (~0.25 %) and relatively reduced elastic moduli, 
which is typical for samples experiencing grip slippage during testing.  
 
Figure 5.10 Tensile test results for a) BM7 and b) BM4 wires comparing the visual 
extensometer with the contact extensometer and cross head motion. Close-ups to observe 
residual strain after one cycle for the c) BM7 and d) BM4. 
Figure 5.10b shows the tensile test results for the BM4 using all three measurement techniques. 
The visual and contact extensometers again agreed on the elastic modulus for the austenite phase. 
However, the contact extensometer experienced significant “residual strain” (~0.22%), which may 
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be indicative of the sample slipping relative to the contact points during unloading. Slipping at the 
contact point can alter the gauge length, which may account for the overestimation of the 
transformation strain and underestimation of the martensitic elastic modulus. The crosshead 
motion also experienced some slippage due to the difficulty of gripping such thin wires, as was 
evidenced by a small amount of “residual strain” (~0.1%) observed after one cycle. 









Austenite Elastic Modulus 
(GPa) 
57 70 70 
Plateau Completion Strain 
(%) 
7.35 7.15 6.9 
Martensite Elastic Modulus 
(GPa) 
22 25 25 
Residual Strain  
(%) 
0.25 < 0.05 < 0.05 
BM4 
Austenite Elastic Modulus 
(GPa) 
61 71 71 
Plateau Completion Strain 
(%) 
7.25 7.6 6.5 
Martensite Elastic Modulus 
(GPa) 
24 24 29 
Residual Strain  
(%) 
0.1 0.22 < 0.05 
 
From Table 5.3, it is apparent that the visual extensometer experienced less slippage than either 
other technique for both wire diameters since it consistently had higher elastic moduli and shorter 
transformation strains. The crosshead motion results gave values that were 12 % to 19 % lower 
than the values observed by visual extensometer for both austenite and martensite elastic moduli. 
The contact extensometer also underestimated the elastic moduli of the BM4 wire by ~14 % and 
severely overestimated the transformational strain and residual strain. 
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5.4 Model Revalidation 
After the development of a more accurate tensile test method, TBM and TLP samples were 
characterized using a visual extensometer. Figure 5.11 shows the stress/strain curves for both TBM 
and TLP. There is a drastic difference in transformation and residual strains observed when 
compared with the data collected by the previous method (see Figure 5.6), as well as much higher 
elastic moduli.  
 
Figure 5.11: New cyclic tensile data for TBM and TLP samples at 90 °C. 
With this more accurate tensile data it is now possible to clearly see the relationship between the 
latent heat of transformation and the transformation strain. From DSC analysis (see Figure 5.4), 
the latent heat of transformation can be determined by dividing the area under the transformation 
peak by the heating/cooling rate (in this case 5 K/min). The relevant values are shown in Table 




 (Equation 5.30) 
Solving for 𝑡 gives a transformation strain of 0.0556 mm/mm, which is in good agreement with 
the new tensile data. However, since the martensitic transformation is suppressed during the 




Table 5.4: Relevant phase transformation properties extracted from DSC. 
 Ms (K) Af (K) 𝑻𝟎 (K) ∆𝑯𝑯 (J/g) ∆𝑯𝑪 (J/g) ∆𝑯𝒂𝒗𝒆 (J/g) 
LP 257.3 335.9 312.3 15.6 24.0 19.8 
In order to reaffirm the accuracy of the MM model, results simulated with the new material 
properties were compared with new experimental data for the MM material, as shown in Figure 
5.12. The newly developed MM model still matches closely with the experimental data for the 
50/50 MM samples. The new material properties used for modelling are summarized in Table 5.5. 
 
Figure 5.12: MM model compared with new data for 50 % TLP and 50 % TBM. 
 
 
Table 5.5: New material properties used for modelling. 
*Only the values that changed are listed in this table. 
 TBM TLP 
EA 72.5 GPa 67.4 GPa 
EM 21.2 GPa 24.7 GPa 
εt 0.0510 mm/mm 0.0556 mm/mm 
εo 0.0210 mm/mm 0.0360 mm/mm 
εr 0.0028 mm/mm 0.0028 mm/mm 
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With good correlation found between the MM model and the experimental results, this novel 
model was applied to the SmarthArchTM orthodontic arch wire to model its tensile response. The 
SmartArch™ orthodontic wire contains several regions with differing laser processing parameters 
to precisely tune the pseudoelastic force along the length of the wire, as shown in Figure 5.13. The 
laser processed orthodontic arch wire contains six different processed regions plus retained base 
material. For proprietary reasons, the exact laser parameters, DSC transformation characteristics 
and other material properties cannot be disclosed.  
 
 
Figure 5.13: a) Schematic depicting the various regions of the orthodontic arch wire and b) 
tensile response of the SmarthArchTM orthodontic arch wire. 
This particular material was modified for a common prescription of misaligned teeth and exhibited 
five different pseudoelastic responses (some laser processed regions used similar parameters but 
were not adjacent to each other). With known material properties, any number of pseudoelastic 
regions can be predicted using the novel 1-D tensile model developed in this study, as shown in 
Figure 5.14. All data related to the SmartArch™ orthodontic arch wire has been generously 




Figure 5.14: MM model compared with experimental tensile data for the SmarthArchTM 
orthodontic arch wire. 
5.5 Chapter Summary 
In this chapter, a novel thermodynamic model was presented that takes into account non-
homogeneous material properties, permitting the fitting of stress/strain responses for tensile 
loadings in a laser-modified thin wire of NiTi SMA. The monolithic wires exhibiting multiple 
pseudoelastic responses were fabricated and used to validate the proposed model, and the 
experimental data was shown. 
Several mechanical properties were successfully determined through DSC analysis; however, the 
suppression of the martensitic phase transformation made complete thermodynamic analysis 
impossible. Therefore, mechanical testing was still required to verify all of the material properties. 
Through a systematic investigation of three different strain measurement methods, it was 
determined that the visual extensometer method combined ease of sample preparation with 
accurate test results making it the clear choice for testing thin and ultra-thin NiTi wires.  
The novel one-dimensional model was revalidated with more accurate material properties and 
showed excellent correlation to the experimental data. The model was then applied to the 
SmartArch™ orthodontic arch wire and predicted the tensile response with great success. This sets 
the ground work for better modelling capabilities of future devices that take advantage of 
functionally gradient SMAs.  
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Chapter 6: Two-Dimensional Deformation of NiTi Wires 
6.1 Modelling Bending Deformations 
When modelling bending of NiTi wires, there are three important features to keep in mind. First 
is the asymmetry between the tensile and compressive strains on the outer and inner edges of the 
bending wire [174, 175]. Second is the localization of the phase transformation, which occurs 
through the thickness of the wire [174, 175, 235, 236] as well as along the length of the wire [235, 
236]. Third is the texture of the material, as that will determine the bending radius after 
transformation. Due to preferential grain orientation of NiTi wires, texture effects have not been 
examined closely prior to this study. Any laser processing method that results in melting of the 
work material will alter the material texture. Therefore, it is necessary to understand how texture 
affects the bending properties.  
6.1.1 Elastic Strains 
To be able to account for the effect of texture on the bending curvature of pseudoelastic NiTi wires, 
a macroscale model was initiated as a first approximation for the expected physical geometry of 
the deformed wire will be. A simple curve function was chosen to represent the geometric shape 
of the bent wire. Since this model proposes to show the connection between texture and bending 
curvature, the bent wires will be approximated by determining their bending radius and using the 
function for a circle. For simple elastic strains, if the curvature is assumed to be uniform, then the 
bending radius can be determined by using the intersecting chords theorem, as shown in Figure 
6.1. The intersecting chords theorem states that the products of the lengths of each line segment 






= 𝜹 × 𝒆 (Equation 6.1) 
where L is the span of the of the bend, and 𝜹 and e add up to be the diameter of the circle, since 
that chord bisects and is perpendicular to the other. Therefore: 
𝜹 + 𝒆 = 𝟐𝑹𝒄 (Equation 6.2) 
where 𝑹𝒄 is the radius of curvature. Since 𝜹 is a known displacement, e can be solved for: 
𝒆 = 𝟐𝑹𝒄 − 𝜹 (Equation 6.3) 
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= 𝜹 × (𝟐𝑹𝒄 − 𝜹) (Equation 6.4) 








Therefore, for any span length and displacement that results in elastic deformation, the bending 
curvature can be calculated, and the physical shape approximated by the equation: 
𝒚 = √𝑹𝒄
𝟐 − 𝒙𝟐 (Equation 6.6) 
where y is the y-coordinate corresponding to any x-coordinate along the bending span. 
 
Figure 6.1: Schematic depicting the intersecting chords from a three-point-bend test. 
6.1.2 Transformation Strains 
This simplified bending model is only valid in the elastic region of deformation. The martensite 
phase transform will begin once a critical stress/strain criterion is met. The use of similar triangles 
can determine the bending radius for the critical strain, as shown in Figure 6.2. Triangles of 
different sizes with the same angles will be proportional to each other. In this case, the distance 
from the outer edge to the wire middle (i.e. the wire radius) is proportional to the distance from 




Figure 6.2: Schematic depicting the bending curvature represented as similar triangles. 
Also, the elongation of a unit cell on the outer edge is proportional to the distance of the unstrained 






 (Equation 6.7) 
where r is the radius of the NiTi wire, ∆𝒍 is the elongation on the outer edge of the wire, and 0.5283 
is the interplanar distance of an austenite unit cell in the <111> direction, see Figure 6.3.  
 
Figure 6.3: Schematic depicting the interplanar spacing of the austenite cubic unit cell. 
Since the critical elongation is equivalent to the unit cell spacing multiplied by the critical strain, 
Equation 6.7 becomes: 
𝒓
𝜺𝒄𝒓𝒊𝒕
= 𝑹𝒄𝒓𝒊𝒕 (Equation 6.8) 
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This works out to be the standard relationship for determining strain of a bent body [238]. Once 
the elastic region reaches maximum strain, the bending curvature in that region can be 
approximated by the equation: 
𝒚 = √𝑹𝒄𝒓𝒊𝒕
𝟐 − 𝒙𝟐 (Equation 6.9) 
 
 
Figure 6.4: Schematic depicting the relationship of similar triangles for the critical bending 
radius. 
Transformation to martensite changes the local curvature significantly, as shown in Figure 6.5. It 
has been shown the when austenite is in the <111> direction, the preferred martensite variant is 
the <101̅> direction [146]. Also, it has been shown that the preferred martensite variant in 
compression is the <110> direction [146]. Using similar triangles again reveals what the preferred 
bending radius is of the transformed material. 
𝒅




 (Equation 6.10) 
𝟔. 𝟗𝟏𝟐 × 𝒅 = 𝑹𝒎 (Equation 6.11) 
where d is the diameter of the wire, 𝑹𝒎 is the preferred bending radius of the transformed region, 
0.5759 is the distance of a martensite unit cell in the <101̅> direction and 0.5032 is the distance 
of a martensite unit cell in the <110> direction. The bending curvature in that transformed region 
is fixed and can be approximated by the equation: 
𝒚 = √𝑹𝒎
𝟐 − 𝒙𝟐 (Equation 6.12) 
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Since the transformation is localized, the sample will contain both elastically strained regions and 
pseudoelastically strained regions. Continuity between to the two regions must be maintained. This 
is achieved by ensuring that the point where the function mapping the elastic curvature meets the 
function mapping the transformed curvature is the place where both functions have the same slope 
(i.e. their derivatives are equal at that point), as shown in Figure 6.6.   
 




Figure 6.6: Schematic depicting the continuity between the elastic and transformed regions, 
as well as the physical constraints imposed on the system. 
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The equation that approximates the elastic region must be modified to: 
𝒚 = 𝑨𝒂𝒅𝒋 −√𝑹𝒄𝒓𝒊𝒕
𝟐 − (𝒙 − 𝑩𝒂𝒅𝒋)𝟐 (Equation 6.13) 
where 𝑨𝒂𝒅𝒋 and 𝑩𝒂𝒅𝒋 are used to shift the function so that all constraints are successfully satisfied. 
6.1.3 Length Adjustments 




 (Equation 6.14) 
where c is the distance from the center of the specimen to the outer fibers, I is the moment of 




 (Equation 6.15) 
where F is force and L is the span between the two supports and is assumed to be constant. For 
small deflections, which are typical for most metals, this assumption is valid. However, this is not 
valid for the large displacements undertaken by bending NiTi wires. ASTM standard E855-08 
details test procedures for analyzing bending properties. For cantilever bend tests, the specimen 
length is used to determine the bending moment [240]. Since the model uses simple curve functions 
to estimate the sample place, calculating the arc length of each region will reveal the sample length. 
𝒍 = 𝑹𝒄𝜽 (Equation 6.16) 
where l is the arc length and 𝜃 is the angle in radians over which the arc is being measured. For 
elastic deformations, the angle over which the arc is being measured can be easily calculated by 
[241], as depicted in Figure 6.7a: 
𝜽
𝟐
= 𝐭𝐚𝐧−𝟏(𝒕) (Equation 6.17) 
where t is equivalent to the slope of the function at the end point (due to similar triangles having 
proportional lengths), which can be determined from the derivative of the function. 
For partially transformed regions, the angle over which the transformed region is present can be 
determined by Equation 6.15, using the end of the transformed region as the end point. However, 
the angle over which the elastic region occurs is calculated as: 
𝜽𝒆
𝟐
= 𝐭𝐚𝐧−𝟏(𝒕𝒆) − 𝐭𝐚𝐧
−𝟏(𝒕𝒎) (Equation 6.18) 
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where 𝒕𝒆 is the derivative of the function and the sample end point and 𝒕𝒎 is the derivative of the 
function at the boundary between the transformed region and the elastic region, as shown in Figure 
6.7b. 
 
Figure 6.7: Schematic depicting the method for calculating ϴ to determine arc length for a) 
elastic deformation only and b) pseudoelastic and elastic deformations. 
In addition to the sample length increasing for large deflections, the span length and measured 
displacement decrease as the sample rotates to the inside edge of the bottom supports, as 
highlighted in Figure 6.8. The derivative, or slope, of the sample at the end point (i.e. the contact 
point with support) is already being calculated to update the true sample length. This knowledge 
can be used to determine where on the support the sample will most likely be resting based on the 
angle of the sample end and the shape of the support. In this way, the true contact point and true 
displacement (relative to the new contact point) can be updated at each time step. Figure 6.9 shows 
the effect of accounting for changing sample length, contact point and relative displacement. The 





Figure 6.8: Photograph highlighting the shift of the sample to the inside of the supports 
during three-point-bend testing. 
 
 
Figure 6.9: Stress/strain results with updated lengths and positions compared to using only 
fixed initial conditions. 
6.1.4 Model Validation 
To validate the accuracy of this modelling method, the prediction of transformation initiation is 
first examined. The elastic modulus of the BM7 wire appears to be reduced at room temperature 
due to the presence of the R-phase (see Figure 6.10a) and is comparable to previous studies of 
austenite/R-phase mixed materials [146, 242]. The simplest assumption would be this is a 
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softening of the material due to the presence of mixed phases, and an effective modulus could be 
determined through homogenization techniques that are based on the volume fraction of each 
phase present and their respective elastic moduli [243]. There are several homogenization methods 
for doing just that, including Voigt, Mori-Tanaka, Reuss, as well as others [179].  
 
Figure 6.10: a) Tensile test data highlighting the phase martensite transformation initiation 
strain. b) DSC data showing R-phase stability at room temperature. 
However, closer examination of the tensile results shows a clear non-linear response. There is a 
shift from a slope of 48 GPa to 37 GPa. This is because the BM7 is actually undergoing a gradual 
phase transformation from austenite to R-phase, with the initial thermally stable R-phase (see 
Figure 6.10b and Table 6.1) acting as a seed for this transformation. While use of an effective 
modulus is still appropriate during the phase transformation [179, 186, 244, 245], consideration 
must be made for the fact that the R-phase volume is changing [246] and how that affects more 
complex mechanical deformations. For this study, the bending geometries in the R-phase will be 
approximated as uniformly elastic. The reason for this is that the initial distribution of R-phase in 
the material is unknown.  Also, there is currently no consensus on what the lattice parameters are 








Table 6.1: Transformation temperatures for the wires. 
 
Heating Cooling 
Rs Rf As Af Rs Rf Ms Mf 
BM4 N/A N/A -16.2 8.5 5.5 -22.0 N/A N/A 
BM7 -8.5 13.2 10.3 20.5 18.7 1.0 -67.9 N/A 
 
The maximum tensile strain the BM7 wire can withstand at room temperature before martensite 
transformation occurs is 0.9 %, as shown in Figure 6.10a. After 0.9 % strain, austenite/R-phase 
transforms into martensite. Therefore, when the bent wire reaches 0.9 % strain on the outer edge, 
phase the martensitic phase transformation will occur. The BM4 wire was also examined to verify 
that this method holds up for any wire diameter, and to remove the uncertainty associated with the 
intermediary R-phase transformation. The BM4 wire is fully pseudoelastic and austenitic at room 





= 𝟎. 𝟎𝟎𝟕𝟏 𝒎𝒎/𝒎𝒎 (Equation 6.19) 
Figure 6.11a shows the model prediction for BM7 wire with a 28 mm span length at 2.1 mm 
displacement. This is the first displacement in which the model predicts the presence of a 
transformed region. This displacement can be compared with the data collected using a wire of the 
same diameter and span length. It can be seen from Figure 6.11b that around 2.2 mm the load 
begins to deviate from the linear elastic response, indicating the onset of phase transformation. 
Furthermore, Figure 6.11c shows the model prediction for BM4 wire with a 16 mm span length at 
0.85 mm displacement (the first displacement where transformation is present). Examining the 
experimental data reveals the onset of transformation occurs around 0.95 mm displacement. The 
model predictions show good correlation with the experimental data for both wire diameters. 
Additional figures showing the complete evolution of the phase transformation for BM7 wire can 




Figure 6.11: a) Model prediction of the transformation initiation and b) three-point-bend 
data for BM7 wire with a span of 28 mm. c) Model prediction of the transformation 
initiation and d) three-point-bend data for BM4 wire with a span of 16 mm. 
Next, the model was used to predict the physical shape of NiTi wires at large displacements. As 
can be seen in Figure 6.12, the model shows good correlation to the actual physical geometries of 
bent wires for both the BM4 and BM7 wires. Using Equation 6.11 predicts a bending radius of 
4.838 mm and 2.765 mm for the BM7 and BM4 wires, respectively. This correlates very closely 
to the measured values of 4.8 mm and 2.7 mm, as shown in Figure 6.12a and b. The overlays 




Figure 6.12: Actual bending geometries of a) BM7 wire and b) BM4 wire. Model 
predictions for c) BM7 wire and d) BM4 wire. Overlay of bending model and physical 
geometry for e) BM7 wire with 21 mm span at 11.5 mm displacement and f) BM4 wire with 
12 mm span at 4 mm displacement. 
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6.2 Effect of Grain Orientation on Bending Geometries 
NiTi wires typically have a preferential <111> orientation of grains (see Section 2.2.3 Wire 
Drawing SMAs). After laser processing, the texture becomes more mixed, as shown in Figure 
6.13. NiTi solidifies in the parent austenite phase, which has a CsCl cubic structure (see Section 
2.1.1 Physical Metallurgy). For cubic structures <100> is an easy growth direction, but the <100> 
direction is oriented in the direction of cooling. This results in large columnar grains with mixed 
orientations, as shown in Figure 6.13b. 
 
Figure 6.13: Austenite texture of a) as-received and b) laser-processed BM7 NiTi wire 
measured by EBSD (inverse pole figure in the axial direction). 
Different austenite directions have different preferred martensite variants when they are stressed 
[146]. Table 6.2 summarizes the primary austenite unit cell directions, their spacing and their 
preferred martensite variant direction.  
Table 6.2: Unit cell spacing and preferred martensite variant for each primary austenite 
unit cell direction.  
*This is actually half the unit cell spacing since in this direction it takes two austenite unit 
cells to form one martensite unit cell. 
Austenite 













<111> 0.5283 <101̅> 0.5759 <110> 0.5032 
<110> 0.4264 <001̅> 0.4622 <21̅1̅>/<211> 0.4234 
<100> 0.3015 <011̅> 0.3096* <1̅00> 0.2889 
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mixed 0.4187 mixed 0.4492 mixed  0.4052 
If the texture is randomly mixed, then it is assumed that each variant is equally likely to exist so 
the average unit cell spacings can be used to determine the bending radii. The transformation 
bending radius can again be determined from similar triangles using the average unit cell spacing 
for mixed texture, as shown in Figure 6.14.  
𝒅




 (Equation 6.20) 
𝟏𝟎. 𝟐𝟎𝟗𝟏 × 𝒅 = 𝑹𝒎 (Equation 6.21) 
The mixed texture of the martensite results in a much larger bending radius in the transformed 
region compared with that of the preferential <111> texture found in wire-drawn wires (see 
Equation 6.11). 
 
Figure 6.14: Schematic depicting the relationship of similar triangles for the transformed 
region with mixed texture. 
Since the critical elongation to initiate transformation is determined by the critical strain, tensile 
tests were performed to determine the critical strain of an as-processed NiTi wire, as shown in 
Figure 6.15. It can be seen that the critical stress to induce martensite transformation is 0.8 % of 
the unit cell, so for mixed texture Equation 6.6 becomes: 
𝒓
𝟎. 𝟎𝟎𝟖




Figure 6.15: Tensile test data highlighting the critical strain for the GR wire. 
6.2.1 As-Processed Bending 
Figure 6.16a shows the model prediction for a GR wire with a 28 mm span length at 1.8 mm 
displacement. This is the first displacement at which the transformed region is observed. This 
displacement can be compared with the data collected from a GR wire with the same span. It can 
be seen from Figure 6.16b that around 1.6 mm the load begins to deviate from the linear elastic 
response, indicating the onset of phase transformation. 
 
Figure 6.16: a) Model prediction of the transformation initiation and b) three-point-bend 
data for a GR sample with a span of 28 mm. 
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Next, the model was used to predict the physical shape of a GR wire at large displacements. As 
can be seen in Figure 6.17, the model shows a fairly good correlation to the actual physical 
geometry of the GR wire. Equation 6.11 predicts a bending radius of 7.1 mm for the GR wire. This 
is close to the measured value of 6.85 mm, as shown in Figure 6.17a. The small discrepancies 
observed for the GR samples compared with the as-received material may be due to the assumption 
of a uniform mixing of textures, when in fact there may be more or less of some grain orientations. 
The overlay shown in Figure 6.17c also shows a decent correlation to the entire bending geometry; 
however, the GR sample appears to have a non-symmetrical bending shape. Laser processing 
creates an uneven surface texture [196] which may have resulted in increased friction and 
prevented uniform sliding of the wire across the supports during bending. 
 
Figure 6.17: a) Actual bending geometry, b) model predictions and c) overlay of the 
bending model and physical geometry for the GR wire with a 28 mm span at 9.5 mm 
displacement. d) Overlay of the bending model and physical geometry for the BM7 base 
material with a 28 mm span at 11.5 mm displacement 
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It is also important to note that the GR sample could not be displaced as far as the BM7 base 
material for the same span length. At large displacements, the GR samples would spring out of the 
test fixture, since the wire ends are not fixed in place during a three-point-bend test. This suggests 
that NiTi becomes incompressible after phase transformation has occurred, because the GR 
samples maintained a larger bending radius after transformation compared to the base material 
(see Figure 6.17c and d). 
6.2.2 As-Processed with Retained Base Material 
The previous section showed how grain texture can alter the bending geometry of NiTi wires. To 
demonstrate this further, “zebra” samples were prepared containing alternating regions of retained 
base material and laser pulses, as show in Figure 6.18. By this method, the average bending radius 
along the length should be in between that of the base material and the laser processed region. 
 
Figure 6.18: Schematic showing alternating regions of base material and laser processing. 
The laser processed region will have a 𝜺𝒄𝒓𝒊𝒕 of 0.008 mm/mm while for the base material it will be 
0.009 mm/mm, so the laser processed region will transform first. Also, the laser processed region 
will have a 𝑹𝒎 value of 7.1 mm while the base material is 4.8 mm. If the regions are split 50/50, 
this should give and average approximate 𝑹𝒎 value of 5.95 mm. To determine if this is a 
reasonable estimate, the average bending radius of the “zebra” sample was measured at maximum 
deflection, as shown in Figure 6.19. It was found the actual average bending radius was 6.05, so 




Figure 6.19: Actual bending geometry of the “zebra” sample. 
The elastic region was modeled with a uniform strain equivalent to the 𝜺𝒄𝒓𝒊𝒕 of the GR region, 
since it is the lower sustainable strain before onset of transformation. To simplify the shape 
determination process and reduce computation time, the transformed region is initially modelled 
with the average bending radius of 5.95 mm. It can be seen from Figure 6.20 that the average 
bending radius of 5.95 closely matches the shape of a curve with alternating sections of bending 
at 7.1 mm radius and 4.8 mm radius. 
 
Figure 6.20: Comparison of various bending curvatures. 
As can be seen in Figure 6.21, the model again shows good correlation to the actual physical 
geometry of the “zebra” wire. This provides further confirmation of the texture dependence on the 
bending properties of NiTi. By changing the ratio between laser processed regions and retained 
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base material, the average preferred bending radius can be adjusted between 7.1 mm and 4.8 mm. 
It should be noted again that the “zebra” samples could not be displaced as much as the BM7 base 
material samples without springing out of the test fixture, and the incompressibility of NiTi needs 
to be investigated further. 
 
Figure 6.21: a) Model predictions and b) overlay of the bending model and physical 
geometry for the “zebra” wire with a 28 mm span at 8.5 mm displacement. 
6.3 Extracting Compressive Response from Bending Behavior 
6.3.1 Maximum Tensile Response 
It has been shown previously that NiTi experiences asymmetry between the tensile and 
compressive responses [146, 174, 175]. This can be predicted easily by comparing the interplanar 
spacings of martensite in tension, martensite in compression and unstrained austenite, as shown in 
Figure 6.22. Similar triangles can be used to approximate where the neutral axis will reside, 
assuming that the strain changes linearly through the sample diameter, using the following 
relationship: 
𝒅
(𝟎. 𝟓𝟕𝟓𝟗 − 𝟎. 𝟓𝟎𝟑𝟐)
=
𝒔
(𝟎. 𝟓𝟕𝟓𝟗 − 𝟎. 𝟓𝟐𝟖𝟑)
 (Equation 6.23) 
𝒔 = 𝟎. 𝟔𝟓𝟓𝒅 (Equation 6.24) 




Figure 6.22: Schematic depicting the relationship of similar triangles for approximating the 
location of the neutral axis. 
To determine the maximum tensile stress and strain during bending, the neutral axis offset must 




 (Equation 6.25) 
where the distance from the outer edge to the neutral axis is used in place of the sample radius and 
the offset, o, is given by: 
𝒐 = 𝒔 − 𝒓 (Equation 6.26) 
where r is the radius of the sample wire. The calculation for maximum tensile stress (see Equation 
6.14) requires a new value for the moment of inertia that accounts for the offset of the neutral axis, 




+ 𝑨𝒐𝟐 (Equation 6.27) 
where A is the cross-sectional area of the wire. So, with the adjustment for offset, the updated 






 (Equation 6.28) 
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The offset does not remain constant during loading, so a simplified piecewise exponential function 
was used to determine amount of offset that is occurring at any given strain. The piecewise function 
for the BM4 wire was found to be: 
{
𝑖𝑓 𝑑𝑒𝑓𝑜𝑟𝑚𝑎𝑡𝑖𝑜𝑛 𝑖𝑠 𝑒𝑙𝑎𝑠𝑡𝑖𝑐,                                                      𝑜 = 0.13 (1 − 𝑒
−150𝑟 𝑅𝑐⁄ )
𝑖𝑓 𝑑𝑒𝑓𝑜𝑟𝑚𝑎𝑡𝑖𝑜𝑛 𝑖𝑠 𝑝𝑠𝑒𝑢𝑑𝑜𝑒𝑙𝑎𝑠𝑡𝑖𝑐,          𝑜 = 0.07 (1 − 𝑒
−500𝑟 𝑅𝑎𝑣𝑒−𝑅𝑐𝑟𝑖𝑡⁄ ) + 0.085
 (Equation 6.29) 
where Rave is the average bending radius of the entire sample test length. Though simplified, this 
function follows a similar trend to those observed experimentally in bent NiTi tubes [174]. The 





 𝑖𝑓 𝑑𝑒𝑓𝑜𝑟𝑚𝑎𝑡𝑖𝑜𝑛 𝑖𝑠 𝑒𝑙𝑎𝑠𝑡𝑖𝑐,                                                     𝑜 = 0.13 (1 − 𝑒
−2000𝑟 𝑅𝑐⁄ )
𝑖𝑓 𝑑𝑒𝑓𝑜𝑟𝑚𝑎𝑡𝑖𝑜𝑛 𝑖𝑠 𝑖𝑛 𝑡𝑟𝑎𝑛𝑠𝑖𝑡𝑖𝑜𝑛,                   𝑜 = 0.005 (1 − 𝑒
−2000𝑟 𝑅𝑐−𝑅𝑅⁄ ) + 0.13
𝑖𝑓 𝑑𝑒𝑓𝑜𝑟𝑚𝑎𝑡𝑖𝑜𝑛 𝑖𝑠 𝑝𝑠𝑒𝑢𝑑𝑜𝑒𝑙𝑎𝑠𝑡𝑖𝑐,          𝑜 = 0.02 (1 − 𝑒
−2000𝑟 𝑅𝑎𝑣𝑒−𝑅𝑐𝑟𝑖𝑡⁄ ) + 0.135
 (Equation 6.30) 
where RR is the bending radius at which the R-phase transformation occurs. The function for the 
BM7 wire required an additional piece due to the presence of R-phase (see Figure 6.10) as it seems 
the R-phase has a different neutral axis compared to the austenite and martensite phases. It could 
not be verified if the predicted offset for R-phase realistically corresponds to lattice parameters, 
due a lack of certainty associated with this phase. Currently, there is no consensus on what the 
lattice parameters are for R-phase [247-250]. It has been said that the <111> direction for austenite 
corresponds with the <001> direction of R-phase (in a hexagonal setting) [244]; however, some 
reported values for the cH lattice parameter are less than or almost equal to the atomic spacing for 
austenite in the <111> direction.  
The predicted changes to the neutral axis offset are plotted in Figure 6.23. It is important to note 
that the shift in the offset for the BM4 wire began gradually until there was a sudden movement 
when phase transformation initiated, indicated by the number 1 in Figure 6.23a. However, the 
BM7 wire had much quicker shifts as the material rapidly transitioned from austenite to R-phase 
(number 1 in Figure 6.23b) and from R-phase to martensite (number 2 in Figure 6.23b). This 





Figure 6.23: Neutral axis offset for a) BM4 and b) BM7 NiTi wires during three-point-
bending. 
By applying Equations 6.25 and 6.27 to the three-point-bend data for the BM7 and BM4 NiTi 
wires in combination with the appropriate maximum tensile stress/strain experienced during 
bending can be extracted (see Figure 6.24). Although the offset determination functions were tuned 
to fit the data, the maximum offset amount was predicted to be 0.655×d by the similar triangles 
method. This maximum value occurs in the pseudoelastic plateau and shows good correlation with 
the pseudoelastic plateau values observed during tensile testing. 
 
Figure 6.24: Stress/strain response of a) BM4 and b) BM7 NiTi wires during three-point-
bending and uniaxial tension. 
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6.3.2 Compressive Behavior 
Since the extraction method has been verified for the maximum tensile response, it can now be 





 (Equation 6.31) 






 (Equation 6.32) 
Figure 6.25 shows the extracted maximum compressive response of the BM4 and BM7 wires. The 
compressive response of the BM4 wire demonstrates an initial elastic region that is similar to the 
tensile response and a plateau the is slightly below the value determined by a central neutral axis. 
This is in line with previous work that examined tensile, compressive and bending responses of 
NiTi tubes [174]. The BM7 wire exhibited asymmetry sooner with two different elastic responses 
in compression and tension. This also agrees with work that examined the effect of R-phase on the 
asymmetry of the tensile and compressive behavior of NiTi [252]. This is an indication of the 
incompressible behavior of the austenite to R-phase transformation that is occurring, as 
incompressible materials are significantly more rigid in compression than tension [253]. 
 
Figure 6.25: Stress/strain response of a) BM4 and b) BM7 NiTi wires during three-point-
bending with maximum tensile and compressive extractions. 
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6.3.3 Effect of Microstructure 
It has already been shown that the texture has an effect on the preferred bending radius of the 
martensite phase. Furthermore, it will have an effect on the location of the neutral axis, as shown 
in Figure 6.26. Similar triangles can again be used to approximate where the neutral axis will 
reside, assuming that the strain changes linearly through the sample thickness, using the following 
relationship: 
𝒅
(𝟎. 𝟒𝟒𝟗𝟐 − 𝟎. 𝟒𝟎𝟓𝟐)
=
𝒔
(𝟎. 𝟒𝟒𝟗𝟐 − 𝟎. 𝟒𝟏𝟖𝟕)
 (Equation 6.33) 
𝒔 = 𝟎. 𝟔𝟗𝟑𝒅 (Equation 6.34) 
This suggest that there would be a larger offset of the neutral axis for the GR sample compared 
with the BM4 and BM7 samples. 
 
Figure 6.26: Schematic depicting the relationship of similar triangles for approximating the 
location of the neutral axis for a mixed texture samples. 
However, the true offset of the neutral axis could not be determined solely from the three-point-
bend test. This is due to the fact when the GR sample is tested in uniaxial tension, it experiences 
strain hardening and a flat plateau is not observable, as shown in Figure 6.27. This strain hardening 
is a result of the microstructure and the martensite variants that are formed [254]. During three-
point-bend testing, the GR sample did not appear to experience any strain hardening. This may be 
the result of anisotropic strain hardening, as has been observed in aluminum alloys [255]. Also, it 
appears that the neutral axis did not shift as far from the central point as was predicted. This may 




Figure 6.27: a) Neutral axis offset and b) stress/strain data for GR NiTi wire during three-
point-bending and uniaxial tension. 
The offset in the elastic region appears to be 0.105×d, which 54.4 % of the total transformed offset 
of 0.193×d. This is in line with the results from the BM4 wire, which experienced an initial offset 
of 0.085×d (54.8 % of the total transformed offset) in the elastic region. It is possible that, once 
phase transformation began, the internal grains broke up and reoriented themselves to facilitate the 
neutral axis remaining where it was when it accommodated the elastic strains. This internal 
restructuring evidenced by the much larger amount of residual strain that was observed in the GR 
sample after three-point-bending. Table 6.3 shows the comparison between residual strains for 
each material type. In order to fully understand how the GR sample is accommodating bending 
deformations, further extensive microstructural analysis must be conducted on the GR material 
before and after three-point-bending. 
Table 6.3: Comparison of residual strain after three-point-bending. 
NiTi wire type BM4 BM7 GR zebra 
Residual strain (mm/mm) 0.001 <0.0005 0.0025 0.003 
6.3.4 Effect of Ternary Elements 
The orthodontic arch wires modelled in the previous chapter (see Section 5.4 Model Revalidation) 
are a ternary NiTiCu alloy. The Cu element is substituted in place of some of the Ni. This 
substitution causes a distortion of the crystal structures, which varies with Cu concentration [256]. 
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These distortions to the lattice parameters will affect the bending curvature and the neutral axis 
offset. This can be seen in Figure 6.28, where the predicted relative neutral axis offset is only 0.09 
compared with 0.155 that was seen in the binary NiTi alloys. 
 
Figure 6.28: a) Relative neutral axis offset and b) stress/strain data for NiTiCu orthodontic 
arch wire during three-point-bending and uniaxial tension. 
To be able to predict the bending response of as-processed laser modified NiTiCu would be a 
difficult task. The varying composition attributed to the laser processing would alter the local 
bending geometries, so the exact composition and lattice parameters in each compositional region 
would need to be known. In addition, it has already been shown in previous section that the 
microstructural deformation of laser processed material results in an unpredictable stress response. 
Much more work is required in this area to improve the predictive modelling capabilities of as-
processed NiTi SMA alloys. 
6.4 Shear Properties 
6.4.1 Torsional Shear 
The results from the three-point-bend tests discussed previously in this chapter allude to the fact 
that the NiTi wires behaves in an incompressible manner during phase transformation. To better 
understanding this phenomenon, torsional properties were investigated since compressibility can 
be determined by the relationship between the elastic and shear properties. For an isotropic 
material, incompressibility occurs when the Poisson’s ratio is ~0.5 (such as is the case for some 
rubbers [253]). What this means is that the strain in the z-direction is twice as much as the strain 
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→ 𝜺𝒛 = 𝟐𝜺𝒙 → 𝜺𝒛 = 𝜺𝒙 + 𝜺𝒚 
(Equation 6.35) 
This results in a conservation of volume during deformation. If the changes in strain are achieved 
through no change in volume, the material is said to be incompressible [257]. It is known that the 
phase transformation from austenite to R-phase results in very small changes in volume [33, 47]. 
This is one of the reasons why the phase transformation is reversible. The accommodation of strain 
through the reorientation of atoms into a new crystal structure undergone by NiTi during phase 
transformation is comparable to the uncoiling reorientation of polymer chains in rubber. 
The results of the torsional shear test for the BM4 wire can be seen in Figure 6.29. It was found to 







where E is the elastic modulus and G is the shear modulus, results in a Poisson’s ratio of 0.33 in 
the elastic region and is in line with previous work [146, 152]. These results are typical for a NiTi 
SMA that is fully austenitic and elastically deforming before the onset of the martensite 
transformation.  
 
Figure 6.29: Comparison of torsion results to tension results for BM4 wires. 
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The torsion test results for the BM7 wire, shown in Figure 6.30, demonstrate a shear slope of 33.8 
GPa, which is higher than the shear modulus of the BM4 wire. Recalling that the BM7 wire has 
both austenite and R-phase present at room temperature and experienced a reduced elastic modulus 
in tension due to the presence of R-phase, one would have expected a reduced shear modulus as 






Using a Poisson’s ratio of 0.5 (incompressible behavior) gives a predicted shear modulus of 12.3, 
while using a Poisson’s ratio of 0.33 (standard for austenite and martensite) gives a shear modulus 
of 13.9. However, the use of a Poisson’s ratio is only valid when austenite is being elastically 
deformed. The austenite phase has uniform cubic crystal structure; however, the R-phase is 
rhombohedral in the P3 space group, which has no center of symmetry [244]. Since the R-phase 
has no center of symmetry, its mechanical response is anisotropic and is dependent on the direction 
that the load is applied. It has already been shown that the martensite phase transformation in NiTi 
is not isotropic and cannot be modelled as such [245]. 
 
Figure 6.30: Comparison of torsion results to tension results for BM7 wires. 
These results are again contradictory to the modelling results put forth by Santos et al. who over 
simplify this material response to be fully elastic [242]. They theorized that the material with mixed 
phases would have a reduced bending moment compared to a fully austenitic material due to the 
softening observed in tensile tests. They go so far as to claim that a mixed austenite/R-phase 
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material would be beneficial for use in endodontic files because of this theoretical reduction of the 
torque and bending moment [242]. However, due to the incompressible nature of the anisotropic 
phase transformation that occurs in place of true elastic deformation, these mixed-phase materials 
would be stiffer in torsion and bending and quite possibly perform worse for the proposed 
endodontic file applications. A comparison of actual experimental slopes to the theoretical values 
(assuming complete linear elastic response of an isotropic compressible material) is summarized 
in Table 6.4. 
Table 6.4: Summary of material properties for the NiTi wires. 
 Elastic Modulus Shear Modulus Bending Modulus 
BM4 71 GPa 26.7 GPa 71 GPa 
BM7 
(Experimental) 
48 GPa 33.8 GPa 80 GPa 
BM7 
(Theoretical) 
37 GPa 13.9 GPa 37 GPa 
 
6.4.2 Effect of Laser Processing 
The effects of laser processed microstructure have already been shown in the bending geometry 
and difficulty of understanding the bending stresses. For thermo-mechanically treated wires, such 
as the MM wires examined in tension previously in Chapter 4, these effects are not an issue since 
wire drawing reorients the grains in the <111> direction. However, for wires such as the 
SmartArchTM orthodontic arch wires this is a concern because these wires are used in the as-
processed state. Also of concern for orthodontic arch wires are the torsion properties.  
Figure 6.31 shows the torsion results for the GR sample. It can be seen that this sample also exhibits 
a higher than expected shear modulus, but a lower than expected transformation plateau that is not 
recoverable. This large amount of residual strain was not observed in bending and may be the 
result of significant transformation-induced plasticity during shearing. These results are 
concerning for an application such as orthodontic arch wires and necessitate a deeper investigation 




Figure 6.31: Comparison of torsion results to tension results for GR samples. 
6.5 Chapter Summary 
In this chapter, a macro-scale model was presented that accounts for the effect of texture on the 
bending properties, permitting the prediction of bending geometries of laser modified 
pseudoelastic NiTi wires. Monolithic wires containing multiple texture regions were fabricated 
and used to validate the proposed model. A good correlation between the model and the 
experimental data was shown. It was shown that laser processing can be successfully used to alter 
the preferred average bending radius of SIM in NiTi wires. 
The neutral axis offset and the maximum tensile/compressive stresses/strains were successfully 
determined from the bending response for the as-received materials. However, the microstructure 
of the as-processed material experienced internal reorientation and anisotropic transformation 
induced plasticity during bending that made determination of the maximum tensile and 
compressive stresses and strains impossible without further microstructural analysis. 
The incompressible and anisotropic behavior of the austenite to R-phase transformation was 
examined. It was shown that the material undergoing the R-phase transformation exhibits higher 
shearing and bending stresses than the material the is elastically deforming in the austenite phase. 
These results are consistent with previous results but are contrary to some current over-simplified 




Chapter 7: Designing a Self-Biasing Spring Actuator 
Existing actuators used in the aerospace, robotics and automotive industries are heavy and 
expensive [259], and they are slowly being replaced by NiTi spring actuators [260-262], which are 
light weight and less costly. In addition, the maximum stroke and recovery force of an SMA spring 
actuator is much higher than that of other linear actuators [201]. Currently, many actuator designs 
incorporate individual springs in series [263] or parallel [264] in order to bias the actuation of the 
SMA spring. This is because conventional NiTi SMAs have a uniform composition and processing 
history, leading to unchanging shape memory properties throughout the material; thus, they can 
only move in one direction.  
It is possible to achieve a two-way SME that results in a change in shape from both heating and 
cooling of the material. This is achieved by training the SMA microstructure through the 
introduction of dislocations, formation of preferentially oriented precipitates, thermal cycling and 
constrained aging [33, 265]. This two-way SME is only capable of ~2 % actuation strain, which 
degrades during cycling as the microstructure evolves [33, 266]. This degradation can be more 
than 5 % plastic strain for stresses as low as 100 MPa; additionally, degradation can even occur 
during stress-free thermal cycling [266]. This susceptibility to degradation of the actuation strain 
severely hinders the applicability of two-way SME for use as reliable actuators. 
Alternatively, laser processing can be used to locally modify the Ni concentration and create a self-
biasing mechanism. Some proof-of-concept actuators have already been proposed, including 
actuators with two memories (i.e. two transformation temperatures) and a self-biasing linear 
actuator [5, 21]. However, none of them can achieve the large displacements attainable with a self-
biasing spring actuator, which limits their functionality. 
7.1 Determining an Appropriate Heat Treatment Temperature 
After laser processing, the wires must undergo thermomechanical treatment to improve the 
microstructure (see Section 3.3 Post-Process Thermomechanical Treatment). The cold-worked 
material requires a heat treatment to restore shape memory and pseudoelastic properties. Typically, 
the heat treatment is performed at 400 ˚C for 1 hour, as this has been found to produce the most 
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stable material properties (see Section 2.1.6 Heat Treatments). Figure 7.1 shows the DSC results 
for the UP, P1 and P2 materials after a 400 ˚C heat treatment. It can be seen all of the materials 
have similar and overlapping phase transformation temperatures. This is because, even though the 
materials have different initial compositions, at lower heat treatment temperatures precipitates 
form causing the bulk composition to shift towards a similar thermally stable composition. 
While this can be acceptable for passive applications where the difference in pseudoelastic plateau 
stresses is the desired result (see Section 5.2.1 Material Characterization), this raises difficulty for 
thermally active actuation applications. Overlapping transformation temperatures means that 
activating each active region individually would be difficult or impossible. 
 
Figure 7.1: DSC results for BM, P1 and P2 materials after 400 ˚C heat treatment. 
Several heat treatment temperatures were tested to determine which one gives an appropriate 
separation of the various transformation temperatures. Figure 7.2 shows the effect heat treatment 
temperature has on the Ap. All compositions appear to be converging to an Ap of ~56 ˚C at low 
heat treatment temperatures. As temperature is increased, the Ap temperatures spread farther apart 
until they stabilize at the true precipitate-free compositions. The changes in transformation 
temperature appear to follow logistic relationships for all of the materials tested; however, more 




Figure 7.2: Effect of heat treatment temperature on the austenite transformation 
temperature. All heat treatment times were 1 hour. 
For this study, a heat treatment temperature of 450 ˚C was chosen. This method gave sufficient 
separation of transformation peaks (~27 ˚C between Ap temperatures) while remaining within the 
ideal heat treatment temperature range (350-475 ˚C), as can be seen in Figure 7.3. It was observed 
that at 40 ˚C, the austenite transformation of the UP material is complete, but the P1 material has 
not yet started transforming. At a temperature of 75 ˚C, the P1 material is fully austenite while the 
P2 material has not yet begun transforming. Above 100 ˚C the P2 material will also be fully 
austenite. 
 
Figure 7.3: DSC results for BM, P1 and P2 materials after 450 ˚C heat treatment. 
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It may possible to create an actuator with four distinct transformation temperature zones. Now that 
precise control over the laser processed composition has been successfully demonstrated (see 
Section 4.5 Modelling the Change in Ni Composition), alternative compositions (A1 and A2) could 
be chosen that are in between the compositions of the UP and P2 samples. Using a heat treatment 
temperature of 475 ˚C may allow for enough separation of the transformation peaks (~22 ˚C 
between Ap temperatures) to allow for the fabrication of a three-stage self-biasing actuator with 
four distinct compositions and transformation temperature zones (see Figure 7.2). This leads to the 
possibility of further enhancement to the functionality of the multi-stage self-biasing actuator and 
should be investigated further. Increasing the annealing temperature above 475 ˚C looks to provide 
even better separation of peaks, allowing for more self-biasing memories to be imbedded, but the 
mechanical performance suffers, and it is not recommended [200]. 
7.2 Modelling Actuation Stroke 
Constitutive, experimental and conventional spring design models have all been used to predict 
the thermomechanical behavior of SMA springs [267-269]. Constitutive thermomechanical 
models are complex and difficult to use directly for spring design, while models based on 
experimental characterization or conventional spring design are much simpler [270]. Conventional 
spring design implements a linear coil spring equation to study the spring’s mechanical response 
at different temperatures, which does not accurately capture the non-linear response of the 
martensite detwinning process. Experimental characterization is done by heating SMA spring 
actuators to different temperatures and studying the mechanical response. For both of these 
methods, force-deflection plots of SMA springs in fully martensitic (T < Mf) and fully austenitic 
(T > Af) states are used to determine the maximum force and deflection of the spring actuator 
[270].  
7.2.1 Predicting Actuation for One-stage Spring Actuator 
Several experiments were previously conducted to characterize the mechanical performance of 
NiTi springs made from UP, P1 and P2 wires at various temperatures [200]. To predict the stroke 
of a self-biasing spring, the number of active coils of each material composition contained within 
the spring must be determined. In the case of the MM1 spring (see Figure 3.6), there are six active 
coils for both the P1 and UP material regions. The experimental compression data can be used to 
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approximate the self-biasing behavior by scaling the displacement to the number of active coils, 





 (Equation 7.1) 
where δ is the displacement, Na is the number of active coils, d is the wire diameter and D is the 
spring diameter. Additionally, when heated to the activating temperature the force of the activating 
spring material (laser processed) must be equal to the counter-force that is exerted by the passive 
spring material (base material). 
𝑭𝒂 = 𝑭𝒑 (Equation 7.2) 
Also, the activating spring material is recovering and uncompressing, so the passive spring 
material must compress an equivalent amount, since the self-biasing spring is a self-contained 
system. 
−𝜹𝒂 = 𝜹𝒑 (Equation 7.3) 
Figure 7.4 shows the force-displacement plot of the MM1 spring materials after adjusting their 
displacements for six active coils. At the lower temperature state (45 ˚C), the P1 material is fully 
compressed, denoted by the diamond symbol. The UP region must also be partially compressed in 
order to exert a balancing force greater than or equal to that which is required to compress the P1 
region, denoted by the cross symbol. Ideally, the forces will be equal at this temperature, because 
over-compression of the passive region would result in reduced actuation displacement at high 
temperature. Upon heating to the activating temperature for the P1 material (85 ˚C), the UP 
material compresses an equal displacement to that which the P1 material recovers. Also, the forces 
exerted by each spring material must be equivalent at this temperature. This balanced state is 
denoted by the circle symbol. From this analysis, it can be seen that the MM1 design should 




Figure 7.4: Theoretical force-deflection plots for the MM1 design used to predict stroke. 
Figure 7.5 shows a prototype of the MM1 spring design that has been partially compressed in the 
test fixture. The total length of the spring actuator was measured to be 2.1 cm. The interface 
between the P1 region and the UP region was marked with white paint for easy observation of the 
displacement. It can be seen that at the low temperature (≤ 45 ˚C) the P1 region of the spring is 
compressed significantly more than the UP region. Upon heating, the interface between the P1 
region and the UP region moved slightly more than 4 mm after the spring sections equalized in 
stiffness, as was predicted by the stroke prediction shown in Figure 7.4. This displacement is 19 
% of the total length of the actuator, which is much higher than the 2-5 % of a typical SMA linear 
actuator [202, 270]. 
 
Figure 7.5: Displacement measurement set-up depicting the MM1 spring containing both 
UP and P1 regions at a) room temperature (≤40 °C) b) high temperature (~75 °C). 
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7.2.2 Predicting Actuation for Two-stage Spring Actuator 
This stroke analysis can also be performed for the MM2 design; however, it is slightly more 
complex since there are two activating regions. At the low temperature both activating regions are 
fully compressed with force exertions that are less than or equal to the passive region (UP). At the 
intermediate temperature, only the first activating region (P1) must balance with the passive 
region, as it did for the MM1 design.  
𝑭𝒂𝟐 ≤ 𝑭𝒂𝟏 = 𝑭𝒑 (Equation 7.4) 
Also, since the P2 region has not been activated yet, only the P1 region recovers and the 
displacement follows Equation 7.3. However, at the high temperature all three regions must have 
equivalent force exertions.  
𝑭𝒂𝟐 = 𝑭𝒂𝟏 = 𝑭𝒑 (Equation 7.5) 
Additionally, at the high temperature the P1 region becomes a passive region, so the displacement 
recovered by the second activating region (P2) must equal the compression of both the P1 and UP 
regions combined. 
−𝜹𝒂𝟐 = 𝜹𝒂𝟏 + 𝜹𝒑 (Equation 7.6) 
Figure 7.6 shows the force-displacement plots for the MM2 materials after adjusting for the 
number of active coils in the design. The UP displacements are adjusted to six coils, but the P1 
and P2 displacements are adjusted to three coils each (see Figure 3.6). At the low temperature, the 
P1 region is fully compressed (as in the MM1 prediction), denoted by the open diamond symbol 
in Figure 7.6a. The UP region is still partially compressed in order to exert a balancing force 
equivalent to that required to fully compress the P1 region, denoted by the cross symbol. The P2 
region is also fully compressed, as shown with the triangle symbol. Upon heating, the P1 region 
again recovers the same displacement that the UP region compresses. Like before, the forces 
exerted by the P1 region and UP region are balanced. This is denoted by the circle and diamond 
symbols. From this analysis, it can be seen that the MM2 design should achieve a stroke of ~2.8 




Figure 7.6. Theoretical force-deflection curves for the MM2 design used to predict the 
stroke for a) first actuation at 75 °C and b) second actuation at 100 °C. 
Upon further heating, the P2 region must recover the same displacement (triangle to square in 
Figure 7.6b) that the P1 (open diamond to circle Figure 7.6b) and UP (cross to diamond in Figure 
7.6b) regions are compressed, and all three regions must have balanced forces at this temperature. 
From this analysis, it can be seen that the MM2 design should achieve a stroke of ~1.2 mm at the 
P2/P1 interface at high temperature. However, the P1/BM interface only moves ~0.4 mm, due to 
the recompression of the P1 region. This gives a total stroke at the BM/P1 interface of 3.2 mm (2.8 
mm + 0.4 mm). This is less than the total stroke of the MM1 design, but it has the increased 
functionality of being able to stop precisely part way through the total actuation. 
Figure 7.7 shows a prototype of the MM2 spring design that has been partially compressed in the 
test fixture. The total length of the spring actuator was measured to be 2.4 cm. At room temperature 
the P1 and P2 regions of the spring are both compressed significantly more than the UP region 
Upon heating to the intermediate temperature (~75 °C), the interface between the P1 region and 
the UP region moved ~1 mm as the P1 and UP spring sections equalized forces. This is a 
displacement of ~4 % of the total length of the actuator. Upon further heating, the interface 
between the P1 and UP regions moves again by ~1.5 mm as the P2 section transforms to austenite 
and its stiffness increases. This is a displacement of ~6 %. The total displacement achieved from 
low temperature to high temperature is 10 %, with a controlled intermediate stop. This design has 
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a reduced total stroke compared with the MM1 design, but it is still higher than the 4-6 % 
achievable by linear actuators and it exhibits enhanced functionality. 
 
Figure 7.7. Displacement measurement set-up depicting the MM2 spring containing both 
BM, P1 and P2 regions at a) low temperature (≤40 °C), b) mid temperature (~75 °C) and c) 
high temperature (≥100 °C). 
The experimental results for the prototype MM2 spring design did not agree with the theoretical 
stroke calculations shown in Figure 7.6. This discrepancy was because of a fabrication error in the 
number of active coils actually created for each region. It can be seen in Figure 7.7b that there 
appears to be only one active coil for the P1 region. Thus, the stroke analysis was redone using 
only one active coil for P1, as shown in Figure 7.8.  
 
Figure 7.8. Revised theoretical force-deflection curves for the MM2 design used to calculate 
expected stroke for a) first actuation at 80 °C and b) second actuation at 110 °C. 
It can be seen that if there is only one active coil for the P1 region, there will only be a recovery 
of 1.2 mm at the intermediate temperature. Additionally, it shows that the P2/P1 interface moves 
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1.7 mm at the high temperature, while the P1/BM interface moves only 1.4 mm due to the 
recompression of the P1 region. These are both in good agreement with the observed experimental 
strokes, and demonstrates how the ratio of active coils in each region can be used to alter the 
functionality of the self-biasing spring and the ability to accurately determine the stroke for any 
number coils. 
7.3 Chapter Summary 
In this chapter, design and fabrication methodologies for self-biasing springs were investigated. A 
rudimentary study on the effect of the final heat treatment temperature (after cold working) on the 
phase transformation temperature was performed. This did allow for the separation of the phase 
transformation temperatures for each composition while staying within the optimal heat treatment 
range for fatigue and actuation performance. This separation is necessary for the distinct thermal 
activation of each region independently from one another. 
A new stroke prediction method for determining the actuation of a self-biasing spring was 
successfully demonstrated. Additionally, proof-of-concept self-biasing springs were successfully 
manufactured. A good correlation was observed between the stroke predictions and the 
experimental displacements. This facilitates the future designing and manufacturing of a self-




Chapter 8: Conclusions and Proposed Future Research 
In the current study, modeling of multiple memory SMAs was explored. Specifically, modelling 
of alloy element vaporization during laser processing, modelling of the one-dimensional tensile 
response of multiple memory SMAs, and modelling of two-dimensional torsion and bending were 
investigated. A fundamental understanding of the vaporization mechanism and the material 
properties of binary NiTi SMAs was achieved through this work. The following sections contain 
the major conclusions from this work and detailed recommendations for proposed future work. 
8.1 Conclusions 
8.1.1 Relative vaporization rates of Ni and Ti during laser processing 
In this work, an in-depth investigation into the effects of laser parameters on the bulk Ni 
composition was performed. The use of DSC transformation temperatures allowed for quick and 
easy estimations of the bulk composition. The novel model developed was shown to be capable of 
predicting the change in the bulk Ni composition for a wide range of laser pulse profiles. The main 
findings were as follows: 
1. The DSC analysis showed an obvious trend between laser parameters and transformation 
temperatures. Compositional segregation occurred on the Ti-rich side of the NiTi 
congruency point. 
2. A new methodology was developed to deconvolve overlapping DSC transformation peaks 
for multi-phase NiTi. This method was validated as a means to determine the amount of 
each composition present in a sample that experienced compositional segregation during 
cooling/resolidification following a laser pulse. 
3. A relationship between DSC transformation peaks and Ni composition was shown. This 
facilitated the use of DSC to determine Ni composition. Additionally, it was found that 
there are two separate vaporization mechanism that are taking place during laser 
processing. At low powers (conduction mode), vaporization only occurs from the surface 
of the melt. At high powers (keyhole mode), surface vaporization occurs in addition to 
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vaporization to form the keyhole. For extremely short times (≤ 3 ms), surface vaporization 
appears to be incomplete. 
4. Models were successfully developed to predict the change in Ni composition. The diffusion 
of Ni through the Ti-rich surface layer was found to influence the surface vaporization. The 
effect of pulse duration and peak power on the keyhole growth was established. The 
comprehensive model was shown to successfully predict the change in Ni composition for 
a wide range of peak powers and pulse durations. 
8.1.2 One-dimensional model for multiple memory shape memory alloys 
Utilizing a novel combination of normalized transformation strain and effective elastic moduli, a 
one-dimensional thermodynamic model was developed for monolithic SMAs containing more 
than one pseudoelastic responses. In this study, material properties were determined through DSC 
analysis and tensile testing, demonstrating the importance of understanding the material 
microstructure when attempting to predict the behavior of NiTi instead of curve-fitting data. The 
most significant findings of this study include: 
1. The use of a normalized transformation strain facilitated the expansion of the typical 
thermodynamic model into one capable of handling multiple pseudoelastic plateaus. For a 
more accurate stress/strain response in all elastic regions, an effective modulus was used 
to account for differing elastic responses. The model was shown to be expandable to any 
number of plateaus, and equally valid for only one plateau. 
2. The initial tensile test method gave inaccurate data that portrayed higher transformation 
strains and residual strains while underestimating the elastic moduli of the materials. The 
improved contactless visual extensometer method gave much more accurate data with 
transformation strains correlating closely with those predicted from the DSC analysis. 
However, due to martensite suppression in the TBM material, full mechanical performance 
could not be predicted from DSC and required tensile testing to completely characterize 
the material. 
3. The 1-D thermodynamic model of multiple memory SMAs was validated experimentally 
with custom made NiTi wires that exhibited two different pseudoelastic plateau responses. 
A good correlation between the model and the experimental data was found for each of the 
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different length ratios tested. The model was also applied to the SmartArchTM orthodontic 
arch wires with excellent results. These findings lay the ground work for better modelling 
capabilities of devices that take advantage of multiple memory technologies. 
8.1.3 Two-dimensional deformation of NiTi wires 
For this study the 2-D deformation mechanisms were analyzed and compared for different NiTi 
wires. A good correlation between the texture and the bending curvature was found for all 
materials. The most important findings of this study were: 
1. It was shown that the use of similar triangles can facilitate the prediction of the 
preferred bending curvature of the transformed material based on the texture and 
preferred martensite variants found in tension and compression. Additionally, altering 
the local microstructure can be used to tailor the preferred bending curvature. 
2. A new method was developed to determine the maximum tensile and compressive 
stresses and strains during bending. This method was validated for the as-received 
materials through comparison with uniaxial tensile data. The microstructure of the as-
processed wire most likely underwent internal grain fragmentation and reorientation 
and plasticity, which resulted in a larger amount of residual strain and an indeterminant 
maximum tensile and compressive stress. 
3. The during the three-point-bend tests, the wires exhibited signs of incompressibility, 
which was investigated further through torsion testing. It was found that during the 
phase transformation the material behaves in an incompressible manner. The as-
processed material underwent severe plastic deformation during torsion testing. 
8.1.4 Designing a self-biasing spring actuator 
Novel self-biasing spring actuators were designed, manufactured and demonstrated. Notable 
findings from this work were: 
1. It was shown that the final heat treatment temperature has a significant impact on the 
phase transformation temperature. Preliminary results indicate a logistic relationship 
between heat treatment temperature and the phase transformation temperature. A 
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suitable temperature was chosen that allowed for separation of the phase transformation 
temperatures from one composition to another.  
2. A new method for determining the stroke of a self-biasing spring actuator was 
developed. This method was validated for two different self-biasing spring actuator 
designs. Additionally, proof-of-concept self-biasing springs were successfully 
fabricated and a demonstrated. 
8.2 Proposed Future Research 
8.2.1 Laser Processing NiTi 
The first part of this work was the first comprehensive look into the effect of laser parameters on 
the Ni vaporization rate for full penetration of NiTi wires. There is still much work to do in this 
area, including:  
1. The effect of the initial bulk composition needs to be investigated. It has been shown that 
diffusion plays a role even in keyhole vaporization [126], so it is important to better 
understand complete role of diffusion for NiTi vaporization. Difference in the initial bulk 
composition will play a role in determining the diffusion rate. Additionally, the effect of 
surface oxide conditions on the conduction mode vaporization should be investigated. Acid 
etching procedures can vary [271-274] resulting in different oxide thicknesses and Ti:Ni 
ratios. This can also have a major effect on the rate of Ni diffusion to the surface for 
vaporization. 
2. The effect of heat build-up in the work material during laser processing should be 
investigated in-depth before switching from research fabrication methods to industrial 
production. 
a. Extended continuous laser processing of long sample can result in excessive heat 
build-up, since the small cross-sectional area of thin NiTi wires limits amount of 
heat that can be conducted away from the melt pool [207].. This could lead to a 
change in the microstructure and/or the vaporization rate a long the length of the 
work material, resulting in undesirable material properties. 
b. The effect of pulse frequency on the heat build-up in the work material should also 
be investigated. Slowing done the pulse frequency may be a way to mitigate 
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unwanted heat build-up by allowing the material more time to cool between pulses. 
However, it will be natural for a manufacturing method to attempt to increase the 
pulse frequency to decrease the production time. However, increasing the 
processing speed may result in undesirable heat build-up. 
c. The effect of temperature should also be investigated. By lowering the temperature 
of the processing environment, it may be possible to prevent excessive heat build-
up during laser processing. However, this will alter the cooling rate of the work 
material and thus the relative vaporization rates of Ni and Ti. 
3. The effect of contaminants, both native to the material and introduced during processing, 
should be investigated. The amount of oxygen present (i.e. thickness of surface oxide layer) 
may have an effect on the surface micro-eddy formations, bulk mixing, and diffusion rates. 
Additionally, any oxygen (or other contaminant) introduced during the process, through 
either the atmosphere or fixturing, can likewise alter the relative vaporization rates by 
changing the melt pool mixing patterns. This can lead to homogeneity issues if the 
contaminants are irregularly introduced. 
4. The effect of shielding gas flow needs to be investigated. IN this study it was found that in 
conduction mode vaporization, a saturation point was quickly reach and additional time 
did not increase the relative Ni loss (see Section ). Flow of shielding gas across the surface 
of the work material could be used to precisely controlled the relative Ni loss by 
transporting the alloy element vapors away from the surface, alloying for more ions to be 
vaporized from the melt pool surface. This could result in higher nickel loss with longer 
pulse durations even that are dependent of shielding gas flow rate. 
5. The effect of the laser beam energy density on laser processing also needs to be 
investigated.  
a. Increasing the spot size and reducing the energy density could help reduce the local 
heat build-up and allow for a larger range of conduction mode vaporization but may 
result in melt pools that are too large. If the melt pool grows too large, the surface 
tension of the molten metal may not be able to maintain wire integrity. This could 
result in material sagging or drop out occurring [275, 276], which is a major 
concern when performing full penetration laser processing of thin wires.  
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b. Decreasing the spot size and increasing the energy density may allow for more 
controllable vaporization in keyhole mode. The size of the keyhole formation is 
limited by the laser beam spot size [118], so smaller spot sizes could be used to 
vaporize smaller volumes during laser processing, refining the compositional 
change during keyhole vaporization. However, smaller spot sizes would require 
more pulses per unit length as the melt pool will not be as wide. This could result 
in a detrimental heat build-up during laser processing, unless the sample could be 
cooled while it is processed. 
6. The effects of sample geometry on vaporization rates.  
a. The most obvious aspect of sample geometry is the surface curvature. The surface 
curvature plays a role in how much laser energy is absorbed and how much is 
reflected [118]. Flat sheets will absorb more energy the wires, and tubes will be 
somewhere in between. Therefore, surface curvature needs to be accounted for 
when choosing laser parameters. 
b. It is also important to remember that a thin wire has difficulty conducting heat away 
[207], which results in a build-up of heat during continuous pulsing. A thin sheet 
or thin-walled tube would be able to conduct heat away more quickly during 
pulsing, which may require a higher energy input to achieve similar vaporization 
rates since the vaporization rate is dependent on temperature [127] (see Section 
2.3.5 Laser Induced Vaporization). 
c. Another aspect that needs to be considered is the surface area of the melt pool. For 
full penetration of NiTi wires, the surface area of the melt pool wraps around the 
entire circumference of the wire. For a sheet or tube, the surface area of the melt 
pool spreads across the top of the material and can be larger than the surface area 
of a thin wire. The surface area of the melt pools for a wire and a sheet are given 
by Equations 7.1 and 7.2, respectively: 
𝑨𝒎𝒑 ≈ 𝟐𝝅𝒓𝑹𝒑 (Equation 8.1) 
𝑨𝒎𝒑 = 𝝅𝑹𝒑
𝟐 (Equation 8.2) 
where Rp is the radius of the melt pool and r is the radius of the wire. It can be seen 
the surface area of a wire is proportional to the melt pool radius, but for a sheet it 
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is proportional to the radius square. Therefore, if 2r (or the diameter of the wire) is 
less than Rp then the melt pool surface area of the wire will be less than on a sheet 
of similar thickness. The result could be an increased vaporization rate for the sheet 
since it is proportional to surface area [127] (see Section 2.3.5 Laser Induced 
Vaporization). 
7. An initial study has been performed on partial penetration [22], however, a more 
comprehensive study is still required. The relationship between the change in Ni 
composition and laser parameters is more complex for partial penetration, because the melt 
pool volume needs to be considered. Increases in vaporization rates are counter balanced 
by increases in melt pool volume. Increases in time grow the melt pool faster than they 
increase the vaporization rate, causing a reduction in the relative Ni loss per volume [22]. 
Increases in power raise the vaporization rate faster than they grow the melt pool, resulting 
in a rise in the relative Ni loss per volume [22]. Melt pool volume was not considered for 
this full-penetration study that was conduction, since the pulses were consistently 
overlapped 60 % to ensure full and uniform compositional changes. 
8.2.2 Modelling NiTi in Tension 
The second part of this work was a novel model capable of predicting the tensile response of 
multiple memory NiTi loaded past the pseudoelastic plateaus and fully unloaded only once. Future 
work in this area includes improving the model to account for partial loading/unloading cycles and 
modelling multiple complete cycles:  
1. Partial loading and unloading is an important dynamic that must be implemented into the 
novel model for multiple memory materials so that use of this material can be expanded to 
actuation applications. It has already been shown that Preisach models can effectively 
predict partial loading and unloading of NiTi pseudoelastic plateaus [192-194] and that 
they can be combined with thermodynamic models for NiTi phase transformation [194]. 
The obvious next step is to integrate a Preisach model into the multiple memory 
pseudoelastic model to allow for loading to any point in any plateau and partial unloading 




Figure 8.1. Schematic showing various partial loading/unloading conditions for a multiple 
memory SMA. 
2. The wires modeled in this study did not undergo any thermomechanical training, which is 
typical for commercially available wires. These stabilization techniques involve partial 
loading and complete unloading of the material at a specific temperature in order to 
stabilize the mechanical response of the material [277, 278]. These methods have only been 
established for single plateau materials and have never been applied to multiple memory 
material. Additionally, the evolution of the pseudoelastic hysteresis during training needs 
to be developed to facilitate precise actuator design and implementation. 
8.2.3 Modelling Complex Deformation 
The third part of this work involved a novel model capable of predicting the bending shape of laser 
processed NiTi and the design of a self-biasing multiple memory NiTi spring. Future work in these 
areas include improving the understanding of microstructural evolution during bending and 
torqueing of as-processed NiTi wires and partial loading/unloading cycles, and improving the 
understanding of the incompressible nature of the austenite to R-phase transformation:  
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1. To better predict the bending properties of as-processed NiTi wires, microstructural 
analysis of GR samples before and after bending should be performed. This analysis would 
shed light on the microstructural changes that occur during the bending process and allow 
for insights into how the material is accommodating the strain. 
2. It was observed that as-processed NiTi wires experienced severe plasticity during torsion 
testing. This does not bode well for using as-processed wires in applications where a torque 
will be applied (such as laser processed square orthodontic arch wires). An investigation 
into torsional training of as-processed wires should be conducted. By cyclically torqueing 
the wires it may be possible to create a more stable microstructure capable of pseudoelastic 
recovery without having to wire draw the material. 
3. The incompressible nature of the austenite to R-phase transformation poses difficulties in 
properly modelling complex deformation mechanisms. Some work has already been done 
in the modelling of this transformation [246, 279-281]. However, that work primarily 
looked at tension and anisotropy associated with torsion but did not include look closely at 
the incompressible behavior of mixed austenite/R-phase during bending or compression. 
More extensive work is still needed in this area. 
8.2.4 Designing a Self-Biasing Spring Actuator 
The final part of this work involved designing and manufacturing a proof-of-concept self-biasing 
actuator. Future work in this area includes determining the long-term performance of the self-
biasing mechanism and investigating the possibility of increasing the number of imbedded active 
memories: 
1. Work needs to be done to determine if it is possible to create a three-stage self-biasing 
spring actuator. More specifically, it should investigate the combinations of compositions 
and heat treatments that can produce four distinct regions that do not overlap their austenite 
phase transformation temperature with one another and maintain good mechanical 
properties. Such an actuator would be capable of providing even further functionality over 
the currently developed NiTi actuators. 
2. An improvement to the stroke predictions needs to be done to account for the self-biasing 
spring acting on another object. Currently, the method is simplified and only accounts for 
the force of each spring region acting on one another. However, if the actuator were to 
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move some object from one position to another, then the force balance must account for 
this.  
3. As was mentioned earlier, it is necessary for NiTi linear actuators to undergo 
thermomechanical training to stabilize the functional properties (see Section 8.2.2 
Modelling NiTi in Tension). A stabilization technique has previously been developed for 
a self-biasing linear actuator [207]. A similar method needs to be developed and applied to 
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Appendix I: Tabulated Transformations Peaks Relative to Ni 
Concentration 
Table A-I.1. List of calculated Mp and Ap values for several Ni concentrations. 
CNi (at.%) Mp (˚C) Ap (˚C)  CNi (at.%) Mp (˚C) Ap (˚C) 
51 -85.01211071 -57.01211071  49.45 38.13995171 87.13995171 
50.95 -70.04462671 -41.16962671  49.4 38.87140536 87.87140536 
50.9 -56.73484087 -26.98484087  49.35 39.58845139 88.58845139 
50.85 -44.93503952 -14.31003952  49.3 40.28660631 89.28660631 
50.8 -34.50635529 -3.006355286  49.25 40.96069765 89.96069765 
50.75 -25.31850767 7.056492329  49.2 41.60510111 90.60510111 
50.7 -17.24957085 16.00042915  49.15 42.21403861 91.21403861 
50.65 -10.18567371 23.93932629  49.1 42.7818141 91.7818141 
50.6 -4.020757675 30.97924232  49.05 43.30310535 92.30310535 
50.55 1.343694687 37.21869469  49 43.77317405 92.77317405 
50.5 5.99890995 42.74890995  48.95 44.18821859 93.18821859 
50.45 10.02911997 47.65411997  48.9 44.54553461 93.54553461 
50.4 13.51178741 52.01178741  48.85 44.84385514 93.84385514 
50.35 16.51788664 55.89288664  48.8 45.0835743 94.0835743 
50.3 19.11217213 59.36217213  48.75 45.26702166 94.26702166 
50.25 21.35342312 62.47842312  48.7 45.39874673 94.39874673 
50.2 23.29472971 65.29472971  48.65 45.48573589 94.48573589 
50.15 24.98374367 67.85874367  48.6 45.53771567 94.53771567 
50.1 26.46294498 70.21294498  48.55 45.5673995 94.5673995 
50.05 27.76988888 72.39488888  48.5 45.59075975 94.59075975 
50 28.93750095 74.43750095  48.45 45.62727356 94.62727356 
49.95 29.99431562 76.36931562  48.4 45.700212 94.700212 
49.9 30.96475649 78.21475649  48.35 45.83687735 94.83687735 
49.85 31.86938477 79.99438477  48.3 46.06888223 95.06888223 
49.8 32.72515392 81.72515392  48.25 46.43241429 95.43241429 
49.75 33.54571366 82.54571366  48.2 46.96848583 95.96848583 
49.7 34.3416245 83.3416245  48.15 47.72320557 96.72320557 
49.65 35.12065148 84.12065148  48.1 48.74805331 97.74805331 
49.6 35.88803267 84.88803267  48.05 50.10012102 99.10012102 
49.55 36.64670873 85.64670873  48 51.84239531 100.8423953 







Appendix II: The Evolution of the Localized Phase Transformation 
during Bending 
 
Figure A-II.1: Bending model predictions at a) 0.1, b) 1.0, c) 2.0, d) 3.0, e) 4.0, f) 5.0, g) 6.0, h) 7.0, i) 
8.0, j) 9.0, k) 10.0, l) 11.0, m) 12.0, n) 13.0 and o) 14.0 mm displacements for 700 um wire. 
